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A TRANSIENT NUMERICAL SIMULATION OF PERCHED 
GROUND-WATER FLOW AT THE TEST REACTOR AREA, 
IDAHO NATIONAL ENGINEERING AND 
ENVIRONMENTAL LABORATORY, IDAHO, 1952-94
By Brennon R. Orr

Abstract

Perched ground-water zones have formed in the 
upper 200 feet of surficial alluvium, basalt, and 
sedimentary interbeds beneath wastewater infiltra­ 
tion ponds at the Test Reactor Area (TRA) of the 
Idaho National Engineering and Environmental 
Laboratory (INEEL). These zones are an integral 
part of the pathway for contaminants to move to 
the Snake River Plain aquifer. Water moves rap­ 
idly through surficial sediments beneath the waste- 
water infiltration ponds as primarily vertical, 
unsaturated and saturated, intergranular flow. The 
extent of perched ground water in the surficial sed­ 
iments is limited to the vicinity of infiltration 
ponds. Water enters underlying basalt through 
fractures and interflow rubble zones and moves 
rapidly through the basalt as vertical flow in the 
fractures and as lateral flow in the rubble zones. 
Water enters the sedimentary interbeds from the 
overlying basalt and moves as saturated and unsat­ 
urated intergranular flow. When the downward 
flux exceeds the vertical hydraulic conductivity of 
the interbeds, perched ground-water zones form 
and water moves laterally within and above the 
interbed unit. Vertical flow of water through the 
interbed unit enters the underlying basalts through 
fractures and moves as rapid fracture flow to the 
Snake River Plain aquifer.

The approximate lateral dimensions of deep 
perched ground-water zones in 1988 as defined by 
monitoring wells were 1 mile by 0.5 mile for an 
area of about 14 million square feet. The actual 
extent can only be approximated because of limited 
well information. This extent is controlled by the 
horizontal hydraulic conductivity of the unit in 
which perched water accumulates, by the rate at 
which downward flow is propagated through the 
perching layer, and by structural features that can 
direct or block lateral flow.

Perched water has been detected in the BC and 
DEI basalt-flow groups and in a sedimentary inter­ 
bed unit associated with the DE2, DE3, and DE3- 
4(W) flow groups. Water-level data from paired 
wells in some areas indicated that multiple zones of 
perched water were separated by unsaturated 
basalt. Water-level data from paired wells in other 
areas indicated that saturated flow was relatively 
continuous through the perched zones.

A four-layer numerical model was used to eval­ 
uate perched ground-water flow through the basalts 
and sediments in the upper 200 feet of the unsatur­ 
ated zone beneath the TRA. This model treated 
perched flow as saturated flow and did not repre­ 
sent unsaturated flow properties related to chang­ 
ing moisture content. The first layer represented 
surficial sediments. The second and third layers 
represented basalt-flow groups designated as the 
BC and DEI flow groups, respectively. The fourth 
layer represented the sedimentary interbeds associ­ 
ated with the DE2, DE3, and DE3-4(W) basalt- 
flow groups and designated as the interbed unit. 
Calibrated hydraulic conductivity values of 20 and 
2 feet per day were uniformly assigned to cells in 
layers 2 and 3, respectively. Calibrated values of 
hydraulic conductivity of 0.05 feet per day and ver­ 
tical hydraulic conductivity of 0.0028 feet per day 
were assigned to cells in layer 4 to represent fine­ 
grained sediment in the interbed unit. An effective 
porosity of 10 percent was assigned to all layers, 
and a confined storage coefficient of 0.0001, 
derived from the transient model calibration, was 
assigned to layers 2 through 4.

Until 1982, the extent of perched ground-water 
zones was controlled principally by wastewater 
infiltration from the warm-waste ponds. In 1982, 
with the onset of wastewater disposal to the cold- 
waste ponds, perched ground water expanded to 
the south and water levels in deeper perched wells



rose substantially. The simulated extent of perched 
ground-water zones approximated the known 
extent as determined from water levels in wells 
near the margins of perched ground-water zones. 
Comparison between simulated water levels and 
measured water levels showed that layer 2 poorly 
to moderately represented these transient hydro- 
logic conditions in the BC flow group because of 
insufficient definition of the distribution of hydrau­ 
lic properties. Layer 3 moderately to closely repre­ 
sented transient conditions in the DEI flow group. 
The capability of layer 4 to represent transient con­ 
ditions in the interbed unit was difficult to assess 
because most of the wells completed in the inter- 
bed were located at or outside the margins of 
perched water.

A simulation was run that assumed cessation of 
all wastewater recharge after 1994. This simulation 
showed that the perched ground-water zones 
drained approximately 4 years after cessation of 
recharge. All cells in layer 2 drained after approxi­ 
mately 6 months. All cells in layer 3 drained 
approximately 3.5 years after cessation. All cells in 
layer 4 drained approximately 4 years after cessa­ 
tion. The results of this transient simulation indi­ 
cate that the BC and DEI flow groups and the 
interbed unit will drain quickly in response to ces­ 
sation of recharge from the TRA wastewater infil­ 
tration ponds.

Measured water levels in several wells com­ 
pleted in the perched zones were affected by leak­ 
age from intermittent streamflow exceeding 20,000 
acre-ft per month. Because short-term streamflow 
infiltration fluctuations were not well approxi­ 
mated, simulated recharge peaks did not occur in 
cells representing wells known to be affected by 
streamflow infiltration. More precise simulation of 
the periodic commingling of perched ground-water 
zones underlying the TRA and recharge from the 
Big Lost River requires finer discretization of time 
and recharge from streamflow.

INTRODUCTION

The Idaho National Engineering and Environ­ 
mental Laboratory (INEEL), encompassing about 
890 mi2 of the eastern Snake River Plain in south­ 
eastern Idaho (fig. 1), is operated by the U.S. 
Department of Energy (DOE). Facilities at the

INEEL are used in the development of peacetime 
atomic-energy applications, nuclear safety 
research, defense programs, and advanced energy 
concepts. The Test Reactor Area (TRA), one of 
these facilities, has been in operation since the 
early 1950's, and is used in support of DOE power 
reactor programs for research in the performance 
of reactor materials and equipment.

Wastewater originating from the TRA has been 
discharged to the subsurface through wastewater 
infiltration ponds and injection wells (fig. 1) since 
1952. The wastewater has contained concen­ 
trations of dissolved radiochemical, inorganic- 
chemical, and organic-chemical constituents. The 
unsaturated zone above the Snake River Plain aqui­ 
fer at the TRA is approximately 450 ft thick and 
consists of a complex section of multiple basalt- 
flow groups and intercalated sediments. Water 
leaking from wastewater infiltration ponds moves 
down through these basalt-flow groups and sedi­ 
mentary interbeds to the Snake River Plain aquifer.

Zones of perched ground water have formed in 
the basalts and sedimentary interbeds in the upper 
200 ft beneath wastewater infiltration ponds at the 
TRA in and above zones of contrasting hydraulic 
conductivity. These perched zones are an integral 
part of the pathway for wastewater from the TRA 
to move to the Snake River Plain aquifer. They 
include perched water in the alluvial sediment in 
the vicinity of the ponds and perched zones (fig. 1) 
that have formed at depth in and above a sequence 
of thick sedimentary interbeds. The approximate 
lateral dimensions of deep perched ground-water 
zones in 1988 as defined by monitoring wells were 
1 mi by 0.5 mi for an area of about 14 million ft2 . 
The known lateral and vertical extent can only be 
approximated because of limited well information. 
This extent is controlled by the horizontal hydrau­ 
lic conductivity of the unit in which perched water 
accumulates, by the rate at which downward flow 
is propagated through the perching layer, and by 
structural features that can direct or block lateral 
flow.

An understanding of the hydrology of perched 
ground-water zones at the TRA is needed because 
of the role these zones play in the transport of 
wastewater constituents to the Snake River Plain 
aquifer. The U.S. Geological Survey (USGS) con-
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EXPLANATION
1    EXTENT OF DEEP PERCHED GROUND 

WATER IN 1994-Approximately located; 
queried where uncertain

53   WELL COMPLETED IN THE BC BASALT-FLOW 
GROUP OR LATERAL DEPTH EQUIVALENT- 
Number, 53, is well identifier

69 x WELL COMPLETED IN THE Del BASALT-FLOW 
GROUP pR LATERAL DEPTH EQUIVALENT- 
Number is well identifier

72 o WELL COMPLETED IN THE INTERBED UNIT 
ASSOCIATED WITH THE DE2, DE3, AND DE4(W) 
BASALT-FLOW GROUPS OR LATERAL DEPTH 
EQUIVALENT-Number is well identifier

75+ WELL COMPLETED IN BASALT AND SEDIMENT 
BENEATH THE DE2, DE3, AND DE3-4(W) 
BASALT-FLOW GROUPS.-Number is well identifier

58 *WELL COMPLETED IN THE SNAKE RIVER 
PLAIN AQUIFER-Number is well identifier

Figure 1.  Location of the Test Reactor Area (TRA), wastewater infiltration ponds, wells completed in TRA 
perched ground-water zones and the approximate extent of deep perched ground water in 1994.



ducted this analysis of the formation of perched 
ground-water zones in cooperation with the Idaho 
Operations Office of the DOE.

Purpose And Scope

Studies of flow through the unsaturated zone 
and perched ground-water zones above the Snake 
River Plain aquifer are part of the overall assess­ 
ment of ground-water flow and determination of 
the fate and transport of contaminants in the sub­ 
surface at the INEEL. These studies include defini­ 
tion of the hydrologic controls on the formation of 
perched ground-water zones and description of the 
transport and fate of wastewater constituents as 
they move through the unsaturated zone. The defi­ 
nition of hydrologic controls requires stratigraphic 
correlation of basalt flows and sedimentary inter- 
beds within the unsaturated zone, analysis of 
hydraulic properties of unsaturated-zone rocks, 
numerical modeling of the formation of perched 
ground-water zones, and batch and column experi­ 
ments to determine rock-water geochemical pro­ 
cesses. This report describes the development of a 
transient numerical simulation that was used to 
evaluate a conceptual model of flow through 
perched ground-water zones beneath wastewater 
infiltration ponds at the TRA.
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Previous Studies

Descriptions of the extent of perched ground 
water at the TRA and the distribution of selected 
wastewater constituents in perched ground-water 
zones were presented in a series of reports charac­ 
terizing the hydrology of the National Reactor 
Testing Station. These reports included a study by 
Barraclough and others (1967). An analysis of 
perched ground-water zones at the TRA was pre­ 
sented in a comprehensive discussion of conditions 
related to the disposal of liquid waste to the subsur­

face at the INEEL (Robertson and others, 1974). 
Later reports that presented perched ground-water 
data included those by Barraclough and others 
(1981), describing hydrologic conditions during 
1974-78; Lewis and Jensen (1984), describing 
hydrologic conditions during 1979-81; and Pitt- 
man and others (1988), describing hydrologic con­ 
ditions during 1982-85.

Hull (1989) developed a conceptual model that 
described migration pathways for wastewater and 
constituents from the warm-waste ponds at the 
TRA. Cecil and others (1991) described mecha­ 
nisms responsible for the formation of perched 
ground-water zones at the TRA and Idaho Chemi­ 
cal Processing Plant (ICPP) and described the dis­ 
tribution of chemical and radionuclide constituents 
in perched water during 1986-88. Tucker and Orr 
(1998) described the distribution of constituents in 
perched water during 1989-91; Bartholomay 
(1998) described the distribution of constituents in 
perched water during 1992-95.

Anderson (1991) correlated geophysical logs 
and basalt cores to describe a complex sequence of 
basalt flows and sedimentary interbeds underlying 
the TRA and ICPP. This stratigraphic correlation 
provided an understanding of the geologic frame­ 
work within which perched ground water has 
formed beneath the TRA. Ackerman (1991) ana­ 
lyzed data from 43 aquifer tests conducted in 22 
wells to estimate the transmissivity of basalts and 
sedimentary interbeds containing perched ground- 
water zones beneath the TRA and ICPP.

Robertson (1977) developed a numerical model 
to simulate flow and transport of chemical and 
radionuclide constituents in perched ground-water 
zones beneath the TRA. This model included the 
effects of convection, hydrodynamic dispersion, 
radioactive decay, and adsorption. Nay lor (1988) 
constructed a steady-state numerical flow model of 
perched ground-water zones at the TRA.

CONCEPTUAL MODEL OF PERCHED 
GROUND-WATER FLOW

The development of a conceptual model of the 
geologic and hydrologic systems at the TRA is 
necessary to describe the flow of water through the 
perched ground-water zones. This conceptual



model (fig. 2) integrates the descriptions of 
recharge to the flow system, the geohydrologic 
framework, including physical and hydraulic prop­ 
erties of the rocks that store and transmit water, 
and the hydraulic response of the flow system to 
spatial and temporal changes in hydrologic condi­ 
tions. Recharge at the TRA takes place as point- 
source recharge through wastewater infiltration 
ponds, line-source recharge from leakage in the 
Big Lost River, areal recharge from precipitation, 
and point-source recharge from irrigation and other 
sources. Water moves rapidly through the surficial 
sediments beneath the wastewater infiltration 
ponds as primarily vertical, unsaturated and satu­ 
rated, intergranular flow. Water enters underlying 
basalt through fractures and broken basalt rubble 
zones at tops of individual flows and moves rapidly 
through the basalt as vertical, macropore flow in 
fractures and as lateral flow in rubble zones. This 
flow can partly or completely fill fractures. Water 
enters the heterogeneous, layered sedimentary 
interbeds from the overlying basalt, moving as sat­ 
urated and unsaturated intergranular flow through 
an anisotropic porous medium. When the down­ 
ward flux exceeds the vertical hydraulic conductiv­ 
ity of the interbeds, perched ground-water zones 
form and water moves laterally above the interbed 
unit. Water flows vertically through the interbed 
unit to the underlying basalt and moves rapidly 
through fractures as unsaturated macropore flow to 
the Snake River Plain aquifer.

Recharge

Most of the recharge to perched ground-water 
zones at the TRA during 1952-94 was from waste- 
water disposal to the TRA wastewater infiltration 
ponds. These ponds included warm-waste ponds 
used principally for disposal of wastewater con­ 
taining radiochemical constituents, cold-waste 
ponds used for disposal of cooling-tower blow- 
down water, a chemical-waste pond used for dis­ 
posal of wastewater containing certain industrial 
chemicals, and ponds used for disposal of sanitary 
wastes. A perched ground-water zone recharged by 
streamflow infiltration in the Big Lost River inter­ 
mittently affected parts of the TRA perched 
ground-water zones. Areal recharge from precipita­ 
tion probably furnished intermittent, small 
amounts of recharge. Sprinkler irrigation of land­

scaping at the TRA provided an additional source 
of recharge to shallow, perched ground-water 
zones.

Recharge from Wastewater Disposal at the Test 
Reactor Area

The TRA warm-waste ponds consist of three 
cells constructed between 1952 and 1964 (fig. 1). 
The first cell was constructed for disposal of TRA 
wastewater in 1952. Initially, all wastewater except 
sanitary wastewater was discharged to this unlined 
wastewater infiltration pond. In 1957, a second cell 
was constructed adjacent to the first cell because 
plugging of the pond bottom had decreased the rate 
of wastewater infiltration. The second cell was sep­ 
arated from the first cell by an earthen dike and 
received wastewater from the first cell through a 
pipe. In 1964, a third cell was constructed adjacent 
to the first two cells to alleviate continued bottom- 
plugging problems.

After 1964, the warm-waste ponds were used 
principally for disposal of low-level radioactive 
wastewater. Disposal to the ponds was discontin­ 
ued on August 12, 1993, when radioactive waste- 
water was diverted to lined evaporation ponds.

Wastewater discharged to the warm-waste 
ponds accounted for the largest long-term source of 
recharge to perched ground-water zones at the 
TRA. During 1952-93, the warm-waste ponds 
received about 708 million ft3 of wastewater. Until 
1982, these ponds received most of the wastewater 
at the TRA (fig. 3). Discharge to the warm-waste 
ponds peaked several times during 1958-82. Dur­ 
ing this time, discharge rates ranged from about 7 
million to about 38 million ftVyear. Beginning in 
1975, programs were implemented to reduce the 
volume of the waste stream and the amount of 
radioactive waste constituents discharged to the 
warm-waste ponds. From 1983 to August 1993, 
when use of the warm-waste ponds was discontin­ 
ued, an average of approximately 2.7 million 
ftVyear of radioactive wastewater was discharged 
to the warm-waste ponds.

In 1962, the chemical-waste pond was con­ 
structed 700 ft north of the warm-waste ponds for 
diversion of nonradioactive wastewater that con­ 
tained industrial chemicals. Since 1962, this pond
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fl

Intergranular flow through surficial sediments 
(predominantly vertical)

Rapid flow through basalts
in fractures and rubble zones

(predominantly vertical)

Intergranular flow through sedimentary interbeds,
largely controlled by the vertical hydraulic conductivity

of the layered sediments

Rapid flow through basalts
in fractures and rubble zones to the aquifer

(predominantly vertical)

Perched water limited to the 
vicinity of waste water 
infiltration ponds

Lateral flow and perched 
water primarily in 
interflow rubble zones

Lateral flow and perched 
water when downward flux 
exceeds vertical hydraulic 
conductivity

Unsaturated, vertical 
macropore flow in 

fractures

Figure 2. Conceptual model of perched ground-water flow at the Test Reactor Area.
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has been used primarily for disposal of wastewater 
from ion-exchange columns and water softeners 
(Hull, 1989, p. 9).

Approximately 104 million ft3 of wastewater 
was discharged to the TRA chemical-waste pond 
during 1962-94 amounting to an average disposal 
rate of about 3.2 million ftVyear. Disposal to the 
chemical-waste pond ranged from 0.8 million to 
9.7 million ftVyear (fig. 3).

In 1964, a 1,275-ft-deep well (fig. 3) was drilled 
for direct disposal to the Snake River Plain aquifer 
of wastewater generated during the cooling-tower 
blowdown process. Disposal to this well was dis­ 
continued in 1982 when the blowdown wastewater 
was diverted to cold-waste infiltration ponds.

Disposal to the cold-waste infiltration ponds 
accounted for the second largest source of recharge 
to perched ground-water zones at the TRA, despite 
the fact that they were not constructed until 1982. 
Since 1982, the cold-waste infiltration ponds have 
received most of the wastewater discharged at the 
TRA (fig. 3). Approximately 394 million ft3 of 
wastewater was discharged to the cold-waste infil­ 
tration ponds during 1982-94, amounting to an 
average disposal rate of about 30 million ft3/year. 
Cold-waste pond disposal rates ranged from about 
19 million to 39 million ftVyear.

An unlined sanitary-waste pond was con­ 
structed in 1950. A second sanitary-waste pond 
was constructed in 1965. These two ponds, located 
between the chemical-waste pond and warm-waste 
ponds, have received all sewage wastewater since 
1950.

The TRA sanitary-waste ponds received about 
55 million ft3 of water during 1952-94. Sanitary 
wastewater disposal at the TRA ranged from 
700,000 to 4.4 million ftVyear and averaged about 
1.3 million ftVyear (fig. 3).

Recharge from the Big Lost River

The channel of the Big Lost River (fig. 1) inter­ 
sects Lincoln Boulevard approximately 5,000 ft 
southeast of the TRA wastewater infiltration 
ponds. Stream discharge at Lincoln Boulevard has 
been monitored since 1965. Flow in the Big Lost 
River at Lincoln Boulevard bridge is intermittent

(fig. 4) and is dependent upon snowpack in the Big 
Lost River drainage basin, upstream irrigation 
diversions, and snowmelt at the INEEL. Bennett 
(1990, p. 45) estimated discharge at the Lincoln 
Boulevard bridge from unpublished records prior 
to 1984 and from published records during 
1984-94. Large discharges occurred during 1965, 
1967,1969-71,1974,1975, and 1982-86. No flow 
took place during 1977-79 and during 1988-92.

Instantaneous losses from the Big Lost River 
channel between Arco and the Big Lost River sinks 
(fig. 1) were estimated from seepage-run measure­ 
ments and ranged from 1 to 2 ft3/s per river mile 
during periods of flow less than 100 ft3/s (Bennett, 
1990, p. 24). When flow exceeded 100 ft3/s, losses 
exceeded 2 ft3/s per river mile. Monthly losses dur­ 
ing 1965-94 (fig. 4) in the Big Lost River reach 
from the INEEL diversion to Lincoln Boulevard 
(fig. 1) were estimated by subtracting discharge at 
Lincoln Boulevard from discharge downstream 
from the diversion. These losses occurred in the 
10.7 mi of channel between the diversion and Lin­ 
coln Boulevard (Bennett, 1990, p. 8). Some of 
these losses could represent flow downstream from 
the diversion that had totally infiltrated far 
upstream from the bridge.

Recharge from Direct Precipitation

Annual precipitation in the vicinity of the TRA 
averages about 8 in. Cecil and others (1992, p. 713) 
estimated that the net infiltration of natural water 
through the upper 20 ft of unsaturated soil at the 
RWMC ranges from 2 to 5 percent of average 
annual precipitation. If area! recharge at the TRA is 
assumed to be similar, direct recharge from precip­ 
itation could range from 0.4 to 0.9 million ft3 per 
square mile per year, an inconsequential amount 
compared with recharge volumes from other 
sources.

Recharge from Irrigation and Other Sources

During 1975-94, an average of 4.4 million 
ftVyear of water was used for landscape irrigation 
at the TRA. Prior to 1984, some wastewater was 
discharged to the desert near the TRA. Leakage 
from wastewater distribution systems occurred 
during 1952-94. These potential sources of
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recharge could affect perched ground-water zones 
at the TRA, but the actual volumes and locations of 
these sources are not known.

Geohydrologic Framework

The complex stratigraphic relations between 
multiple basalt flows from many source areas and 
the sedimentary interbeds underlying the TRA pro­ 
vide the framework for transporting and perching 
wastewater leaking from the TRA wastewater infil­ 
tration ponds. The unsaturated zone at the TRA 
consists of a layer of surficial sediment and a com­ 
plex sequence of as many as 17 basalt-flow groups 
and 8 sedimentary interbeds (Anderson, 1991, figs. 
3, 4, and 6). At the TRA, Anderson (1991) identi­ 
fied these flow groups as the BC through the I flow 
groups (fig. 5). Each flow group consists of one to 
three petrographically similar flows that erupted 
from a vent or fissure during a short period of geo­ 
logic time.

Basalt-flow groups and sedimentary interbeds 
underlying the TRA are laterally discontinuous and 
characterized by large changes in thickness over 
short distances. Eruptive sequences were separated 
by long periods of volcanic inactivity during which 
sedimentary interbeds were deposited. These inter­ 
beds consist of fluvial, lacustrine, and eolian 
deposits of clay, silt, sand, and gravel. Perched 
ground water occurs in the surficial sediment, in 
basalt-flow groups BC and DEI, and in the inter- 
bed unit associated with the DE2, DE3, and DE3- 
4(W) flow groups (Anderson, 1991). The capabil­ 
ity of underlying and adjacent flow groups to trans­ 
mit water is either very large, resulting in 
unsaturated flow along fractures, or smaller, result­ 
ing in boundaries to vertical and horizontal flow.

Surficial Sediment

Surficial sediment was penetrated in 35 wells in 
the vicinity of the TRA and ranges from 15 to 73 ft 
thick (Anderson, 1991, fig. 9); mean thickness is 
49 ft. The surficial sediment is thickest beneath 
wastewater infiltration ponds and along the Big 
Lost River. The top of the basalt beneath the surfi­ 
cial sediment forms an irregular trough; its axis 
dips approximately southeast from the TRA toward 
the ICPP. Relief on the surface of the basalt 
(Anderson, 1991, fig. 10) is about 40 ft. Surficial

sediment near the TRA is derived from channel 
and overbank deposits from the Big Lost River and 
consists predominantly of gravel and sand (Bartho- 
lomay and others, 1989, table 3). In one sample, 
BLRB-8, collected from the Big Lost River chan­ 
nel between the TRA and ICPP, 67.2 percent by 
weight of the sample consisted of gravel exceeding 
2.0 mm in diameter; 30.7 percent by weight con­ 
sisted of fine sand (0.125 to 0.25 mm) to very fine 
gravel (2.0 mm). The sediment distribution in this 
sample is typical of that of surficial sediment in the 
vicinity of the TRA. Quartz and plagioclase feld­ 
spar were the most abundant minerals in surficial 
sediment samples (Bartholomay and others, 1989, 
p. 23).

Basalt-Flow Group BC and Related Sediment

Basalt-flow group BC, a locally extensive 
group of flows, consists of two flows originating 
from an unidentified vent southeast of the ICPP 
(Anderson, 1991, p. 17). Near the TRA, this basalt- 
flow group is fully penetrated by 27 wells and is 
not present in 5 wells. Thickness ranges from 0 ft, 
where it laps against basalt-flow group I on AEC 
Butte northeast of the TRA and against basalt-flow 
group DEI west of the TRA, to 61 ft in well 60 
(Anderson, 1991, fig. 11). The mean thickness in 
wells where the BC flow group is present is 40 ft. 
The base of basalt-flow group BC dips generally to 
the southeast and east. Wells that penetrate basalt- 
flow group BC at and near the TRA contain no 
thicknesses of related sediment, with the exception 
of wells 72 and TRA-4, which contain 10 and 11 
percent of the thickness penetrated, respectively 
(Anderson, 1991, p. 66, 69).

Basalt-Flow Group DE1 and Related Sediment

Basalt-flow group DEI consists of one to two 
thick flows that originated from an unidentified 
source vent northwest of the TRA (Anderson, 
1991, p. 18). Near the TRA, this basalt-flow group 
is fully penetrated by 22 wells and is not present in 
3 wells. Thickness ranges from 0 ft, where it laps 
against basalt-flow group I on AEC Butte to the 
northeast of TRA, to more than 100 ft in the area 
west of the TRA (Anderson, 1991, fig. 13). The 
mean thickness in wells where the DEI flow group 
is present is 57 ft. At the TRA, the base of basalt- 
flow group DEI dips generally to the south. Wells
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penetrating basalt-flow group DEI at and near the 
TRA contain no thicknesses of related sediment, 
with the exception of wells 71, 74, 84, MTR Test, 
and TRA-3, which contain 14, 3, 8, 15, and 12 per­ 
cent of the thickness penetrated, respectively 
(Anderson, 1991, p. 66, 69).

Interbed Unit Associated with Basalt-Flow 
Groups DE2, DE3, and DE3-4(W)

Basalt-flow groups DE2, DE3, and DE3-4(W) 
consist of multiple flows that originated from 
source vents northeast of the ICPP, southeast of the 
ICPP, and northwest of the TRA (Anderson, 1991, 
p. 18). Near the TRA, these basalt-flow groups are 
fully penetrated by 14 wells (cumulative thickness 
from 45 to 89 ft) and are not present in 3 wells 
where the flow groups lap against basalt-flow 
group I on AEC Butte northeast of the TRA 
(Anderson, 1991, fig. 15). The mean thickness in 
wells where the DE2, DE3, and DE3-4(W) flow 
groups are present is 75 ft.

At the TRA, thick sedimentary interbeds, iden­ 
tified in this report as the interbed unit, are associ­ 
ated with the DE2, DE3, and DE3-4(W) basalt- 
flow groups. Thickness of the interbed unit ranges 
from 8 to 100 percent of the cumulative penetrated 
thickness with a mean of 86 percent. The formation 
of the perched ground-water zones at the TRA is 
attributed principally to the small vertical hydraulic 
conductivity of the interbed unit.

Basalt-Flow Groups and Related Sediment 
Underlying Perched Ground Water at the Test 
Reactor Area

Beneath the perched ground-water zones at the 
TRA, downward movement of water to the Snake 
River Plain aquifer occurs largely as unsaturated 
flow in basalt-flow groups described by Anderson 
(1991) as DE4 through FG. The neutron log from 
well 58, a well completed in the Snake River Plain 
aquifer and located between the TRA warm-waste 
ponds and the cold-waste ponds (fig. 1), indicates 
that unsaturated flow conditions exist beneath the 
interbed unit associated with the DE2, DE3, and 
DE3-4(W) flow groups (Cecil and others, 1991, p. 
22).

Flow group I erupted from AEC Butte, north­ 
east of the TRA (Anderson, 1991, fig. 3). Because 
of the proximity of the TRA to AEC Butte, flow 
groups containing perched ground water at the 
TRA lap against AEC Butte, where the massive 
basalts of flow group I and overlying fine-grained 
sediments limit the potential for lateral flow 
(Anderson, 1991, p. 33). Perched water was not 
detected in wells 75 and 80 (fig. 1), both penetrat­ 
ing the I flow group and overlying sediments.

Hydraulic Properties

The movement of water through basalts of the 
eastern Snake River Plain is dominated by flow 
through large fractures and rubble zones, although 
flow in microfractures in the basalt matrix can per­ 
mit a secondary flow component. Water moves 
through surficial sediments and through the inter­ 
bed unit as intergranular flow; the saturated and 
unsaturated hydraulic conductivity of these units 
depends upon the sediment texture and grain-size 
distribution. Saturated hydraulic properties of 
basalts and interbeds that control perched ground- 
water flow beneath the TRA include horizontal and 
vertical hydraulic conductivity and the unconfined 
storage coefficient, approximated by the effective 
porosity of the rock.

Horizontal Hydraulic Conductivity

Horizontal hydraulic conductivity represents 
the capability of a unit thickness of water-bearing 
rocks to horizontally transmit water of a given 
kinematic viscosity and temperature. Horizontal 
hydraulic conductivity, approximated by dividing 
the transmissivity by the saturated thickness, is 
used to describe the bulk permeability of saturated 
rocks in the horizontal plane of perched ground- 
water zones at the TRA. Horizontal hydraulic con­ 
ductivity estimates are based on assumptions of 
radial flow in isotropic porous media. These 
assumptions are not fully met in the basalt and sed­ 
imentary interbeds containing perched ground 
water at the TRA. The capacity of the basalts to 
transmit water is not uniformly distributed 
throughout the thickness but is localized within 
fractures or rubble zones.
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The surficial sediments predominantly consist 
of gravel and sand. Robertson (1977, p. 21) 
reported that permeability determined in the labo­ 
ratory on auger-cored samples ranged from 0.13 to 
l,340ft/d.

Robertson (1977, p. 25) suggested that the satu­ 
rated hydraulic conductivity of basalts containing 
perched ground water at the TRA was approxi­ 
mately 10 ft/d. Since then, single-well aquifer tests 
have been conducted in 22INEEL wells that are 
completed in perched ground-water zones. These 
wells are located at the TRA and ICPP. Transmis- 
sivity estimates from aquifer-test analyses ranged 
from 1.0 to 15,000 ft2/d (Ackerman, 1991, p. 10). 
Ackerman (1991, p. 22) estimated that the satu­ 
rated hydraulic conductivity of basalt and interbeds 
in perched ground-water zones at the INEEL var­ 
ied over nearly 5 orders of magnitude (0.014 to 790 
ft/d).

Four of the wells with aquifer-test data evalu­ 
ated by Ackerman (wells 53, 54, 55, and 56) are 
located near the TRA wastewater infiltration ponds 
(fig. 1) and are completed within the BC flow 
group (Anderson, 1991, table 1). The transmissiv- 
ity estimates of partial thicknesses of the BC flow 
group basalts penetrated by these wells ranged 
from 99 to 15,000 ft2/d (Ackerman, 1991, p. 10). 
The estimated saturated hydraulic conductivity in 
the vicinity of wells completed in the BC flow 
group at the TRA ranged from about 5 to 790 ft/d; 
the median was 24 ft/d. The wide range of hydrau­ 
lic conductivity estimates probably is attributable 
to the presence or absence of fractures in the vicin­ 
ity of the well. These estimates, based on the 
assumption of radial flow to the well, provide a 
realistic approximation of the lower and upper 
bounds for horizontal hydraulic conductivity of a 
block of basalt of the modeled cell dimensions.

An aquifer-test was conducted on well 69, com­ 
pleted in the DEI flow group, and on well 62, com­ 
pleted in the lower part of the DEI flow group and 
in clays of the upper part of the interbed unit. Ack­ 
erman (1991, p. 10) reported transmissivities for 
wells 69 and 62 of 5.6 ft2/d and 2,800 ft2/d, respec­ 
tively. Estimated values of saturated hydraulic con­ 
ductivity were 0.11 ft/d for well 69 and 88 ft/d for 
well 62. The hydraulic conductivity estimate for 
well 69 probably is more representative of the hori­

zontal hydraulic conductivity of the DEI flow 
group because individual flows in the DEI flow 
group are thicker than those in the BC flow group, 
and these flows are characterized by thicker sec­ 
tions of massive, unfractured basalt, with fewer 
rubble and fracture zones and with correspondingly 
smaller horizontal hydraulic conductivity than that 
of the BC flow group.

The wide range of saturated horizontal hydrau­ 
lic conductivity estimates for the BC and DEI flow 
groups within a small area is typical of a fractured 
basalt. Larger hydraulic conductivities probably 
represent localized, highly interconnected fracture 
zones in the basalt in the vicinity of the well. Also, 
the volume of saturated rock sampled by these tests 
is limited by small discharge rates, ranging from 
less than 1 to 10 gal/min, and short test durations, 
ranging from 5 minutes to 3.25 hours. Ackerman 
(1991, p. 6) listed other problems that limit the 
ability to interpret aquifer-test data. Actual hydrau­ 
lic conductivity values, averaged for large volumes 
of saturated basalts in the BC and DEI flow groups 
at the TRA, probably are at the lower end of the 
reported aquifer-test estimates and could range 
from less than 1 to 20 ft/d.

An aquifer test was conducted on well PW-8, 
completed in basalt and associated sediment of the 
upper part of the interbed unit. Completion inter­ 
vals in this well consist largely of sediment. Trans- 
missivity was estimated from a single-well test to 
be 220 ft2/d (Ackerman, 1991, p. 10); the hydraulic 
conductivity estimate was 2 ft/d. The small dis­ 
charge rate (9.4 gal/min) and short test duration 
(120 minutes) probably limit extrapolation of this 
estimate to large areas of saturated sediment in the 
interbeds associated with the DE2, DE3, and DE3- 
4(W) flow groups.

Bartholomay and others (1989, table 17) tabu­ 
lated the bulk mineralogy of interbed sediment at 
the INEEL as reported in previously published 
studies. A total of 105 samples were analyzed for 
the bulk percentage of clay-sized fractions. Clay- 
sized fractions ranged from 0 to 70 percent; median 
and mean values were about 25 percent. Bartholo­ 
may and others (1989, table 22) also reported 
grain-size distributions from previously published 
studies. Complete grain-size analyses from a total 
of 60 interbed samples from depths exceeding
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100 ft were available. These 60 samples, most 
from wells in the vicinity of the Radioactive Waste 
Management Complex (RWMC), were composed 
of an average of 20 percent clay (less than 
0.004 mm in diameter) and 50 percent very fine to 
fine-grained sand (0.004 to 0.012 mm).

Todd (1980, p. 71) reported that the saturated 
hydraulic conductivity of clay, silt, fine-grained 
sand, and medium-grained sand typically ranged 
from 0.0002 to 12 meters/d, or about 0.00067 to 40 
ft/d. Laboratory determinations of saturated 
hydraulic conductivity for sediment from the 
RWMC ranged from 1 x 10'8 to 7 x 10'3 centime- 
ters/s or 3 x 10'5 to 20 ft/d (McElroy and Hubbell, 
1990, p. 53). Based on the large percentage of fine­ 
grained sediment in the interbeds, this range proba­ 
bly is representative of the range of horizontal 
hydraulic conductivity of the thick section of sedi­ 
ments in the interbed unit at the TRA.

The moisture content of the sedimentary inter­ 
beds affects hydraulic conductivity. As moisture 
content increases, the hydraulic conductivity of an 
unsaturated medium also increases (Freeze and 
Cherry, 1979, p. 41). Maximum hydraulic conduc­ 
tivity is reached only when the medium is fully sat­ 
urated. Therefore, the partially saturated basalt and 
sediment at the margins of perched ground-water 
zones are characterized by reduced hydraulic con­ 
ductivity, which probably affects the horizontal 
extent of perched ground water.

Vertical Hydraulic Conductivity

The vertical hydraulic conductivity of the surfi- 
cial sediments is dependent on the presence of lay­ 
ered, fine-grained sediments at the sediment-basalt 
contact. Robertson (1977, p. 25) estimated that the 
average vertical hydraulic conductivity of the surfi- 
cial sediments could be 1 ft/d based on grain-size 
distribution, layering, and laboratory analyses of 
hydraulic properties.

The vertical hydraulic conductivity of the 
basalts underlying the TRA is dependent on the 
distribution of vertical fractures and fracture infill­ 
ing and probably is several orders of magnitude 
smaller than the horizontal hydraulic conductivity 
because sections in the basalts typically are mas­ 
sive and unfractured, and because rubble zones are

more interconnected horizontally. The fractures in 
the basalts both above and below the interbed unit 
are capable of transporting large quantities of 
water, and the vertical hydraulic conductivity of 
the basalts probably is larger than that of the sedi­ 
mentary interbeds.

The downward flux of water through the sedi­ 
mentary interbeds is controlled by the vertical 
hydraulic conductivity of the interbeds. Robertson 
(1977, p. 26) reported that the saturated vertical 
hydraulic conductivity of sedimentary interbeds 
near the RWMC, determined from 28 core sam­ 
ples, ranged from 0.0000007 to 10 ft/d; the arith­ 
metic mean was 1 ft/d. According to Robertson, the 
effective overall vertical permeability of the inter­ 
bed is weighted toward the layers with the smallest 
permeability and can be better estimated using the 
harmonic mean of the permeability. At the 
RWMC, the harmonic mean of the vertical hydrau­ 
lic conductivity of the 28 samples was 0.000011 
ft/d. Robertson concluded that the vertical hydrau­ 
lic conductivity of sedimentary interbeds ranged 
from 0.00001 to 0.1 ft/d.

The average vertical hydraulic conductivity of 
the interbed unit was estimated from known fluxes 
through the perched ground-water zones. During 
1987-88, approximately 85,000 ft3/d of wastewa- 
ter was discharged to the wastewater infiltration 
ponds. Total pond disposal during 1987-88 
increased slightly. The approximate lateral dimen­ 
sions of the perched ground-water zone during this 
time as defined by monitoring wells were 1 mi by 
0.5 mi for an area of about 14 million ft2 . A unit 
hydraulic gradient was assumed to be present 
across the interbeds because geophysical logs indi­ 
cate unsaturated flow conditions beneath them. 
The estimated flux through the sedimentary inter­ 
beds (85,000 ft3/d), divided by the estimated area

< }

of perched ground water (14 million ft ), and 
divided by the assumed hydraulic gradient of 1 ft/ft 
equals an estimated average vertical hydraulic con­ 
ductivity of 0.006 ft/d. This estimate, within the 
range estimated by Robertson (1977, p. 26), repre­ 
sents a maximum estimate of the vertical hydraulic 
conductivity because the hydraulic gradient may 
exceed unit gradient in places within the interbed 
and because of possible slight increases in storage 
due to increased disposal.
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The vertical rate of flow of water through the 
sedimentary interbeds is dependent upon the inter- 
bed thicknesses. The line of equal cumulative 
interbed thickness beneath the TRA (q) was 
derived from the thickness measured in wells pene­ 
trating interbeds related to the DE2, DE3, and 
DE3-4(W) basalt-flow groups (Anderson, 1991, 
table 1). The line of equal thickness indicated that 
the interbeds are thickest in a lobe that extends 
southeastward from the TRA; the basalt-flow 
groups and related interbeds thin to the southwest 
and also to the northeast, where they lap against 
thick basalts originating from AEC Butte.

The unsaturated basalts beneath the perched 
ground-water zones contain minimal thicknesses of 
sediment. The absence of significant saturated 
zones in these underlying basalts suggests that 
water moves predominantly as unsaturated fracture 
flow.

Storage Coefficient

The storage coefficient of an unconfined aqui­ 
fer is approximated by the effective porosity of the 
rock, defined as the ratio of interconnected voids to 
total rock volume. Voids in Snake River Plain 
basalts include large-aperture fractures, microfrac- 
tures, rubble-zone interstices, and vesicles. Nace 
and others (1959, p. 61) suggested that the average 
effective porosity of basalts near the INEEL is 
about 0.05. Barraclough and others (1967, p. 63) 
reported that long-term tests probably would result 
in a range of effective porosity from 0.05 to 0.15.

Robertson (1977, p. 31) used an effective 
porosity of about 10 percent in a numerical analy­ 
sis of flow through the TRA perched ground-water 
zones. Garabedian (1992, p. Fl 1) reported that the 
average unconfined storage coefficient for the 
Snake River Plain aquifer is about 0.05.

Laboratory determinations of total porosity 
were made on more than 1,500 basalt samples from 
test holes and outcrops near the south side of the 
INEEL (Knutson and others, 1990, 1992). The 
median values of effective porosity were 0.11 for 
nonvesicular samples and 0.22 for vesicular sam­ 
ples (Knutson and others, 1992, p. 4-21). The 
median value of effective porosity for 71 core sam­

ples from a vesicular basalt block (Bishop, 1991, p. 
77) was 0.23. Field-scale effective porosity values 
should exceed laboratory values because of the 
presence of interflow rubble zones and large frac­ 
tures. Ackerman (1995, p. 10) selected a probable 
range of values from 0.10 to 0.25 for the effective 
porosity of the Snake River Plain aquifer. This 
range is similar to the range of observed values and 
is only slightly larger than the range of values sug­ 
gested by other studies. On the basis of these esti­ 
mates of total and effective porosity, the 
unconfined storage coefficient for basalts underly­ 
ing the TRA could range from 0.05 to 0.20. This 
range is dependent, in part, on the occurrence of 
vesicles, fractures, and interflow rubble zones.

Robertson (1977, p. 21) reported a range in 
porosity from 25 to 45 percent for the surficial sed­ 
iments. Laboratory determinations of effective 
porosity for 11 core samples collected from sedi­ 
mentary interbeds at the RWMC ranged from 34.2 
to 51.4 percent (McElroy and Hubbell, 1990, p. 
23). However, because of the difficulty in obtain­ 
ing undisturbed samples of sedimentary interbeds, 
the unconfined storage coefficient for the interbed 
unit is not well defined.

Hydraulic Response of Perched Ground- 
Water Zones to Changes in Hydrologic 
Conditions

The hydraulic response of perched ground- 
water zones to recharge is reflected by water-level 
changes in wells completed in these zones. These 
water-level changes are related to wastewater dis­ 
posal, and, in several instances, to flow in the Big 
Lost River. Monitoring wells were completed at 
different intervals within the perched ground-water 
zones (table 1).Vertical flow within the perched 
ground-water zones typically is characterized by 
large hydraulic gradients. The water level in a spe­ 
cific well represents a composite of water levels 
over the completion interval. Although the vari­ 
ability of completion intervals and the large gradi­ 
ents represented by the composited water levels 
preclude comparison between specific water levels 
from well to well, water-level trends between wells 
can be compared.
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Figure 6. Isopach of the cumulative thickness of sedimentary interbeds associated with the DE2, DE3, 
and DE3-4(W) basalt-flow groups at the Test Reactor Area.
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The Effect of Wastewater Disposal on Water 
Levels in Perched Ground-Water Zones

The distribution of wastewater disposal clearly 
affected water levels in monitoring wells in deep 
perched zones at the TRA. A hydrograph of well 
60 (fig. 3), completed in the lower part of the BC 
flow group and the upper part of the DEI flow 
group and located east of the warm-waste and cold- 
waste ponds, shows the water-level response to 
changes in disposal to the warm-waste ponds dur­ 
ing the 1960's, declining warm-waste pond dis­ 
posal during 1975-82, and the onset of disposal to 
the cold-waste pond in 1982. Water-level data 
from auger holes in surficial sediments indicated 
that shallow perched water did not extend away 
from the ponds (Robertson, 1977, p. 9).

The Effect of Streamflow Infiltration from the 
Big Lost River on Water Levels in Perched 
Ground-Water Zones

Well 78, approximately 4,200 ft south of the 
TRA wastewater infiltration ponds and 400 ft 
northwest of the Big Lost River (fig. 1), is a moni­ 
toring well completed in perched ground water and 
has an open-hole interval from a depth of 66 to 
204 ft. Geophysical logs indicate that minimal sed­ 
imentary interbed thicknesses are penetrated by the 
well.

Water-level changes in well 78 (fig. 4) clearly 
are correlated to Streamflow infiltration in the Big 
Lost River reach from the INEEL Diversion to Lin­ 
coln Boulevard. Extended periods of Streamflow 
infiltration were accompanied by water-level rises 
of as much as 100 ft in well 78; periods of decreas­ 
ing infiltration were accompanied by a correspond­ 
ing recession in the water level in the well.

Water-chemistry data (dissolved-solids concen­ 
trations, tritium concentrations, and chromium 
concentrations) indicate that well 78 is not moni­ 
toring water from the TRA perched ground-water 
zones. Water-chemistry data and correlation of 
water levels to Streamflow infiltration indicate that 
an extensive perched ground-water zone exists 
beneath the channel of the Big Lost River during 
periods of surface-water flow.

Robertson and others (1974, p. 99-101) noted 
that water levels in three monitoring wells in the 
perched-water zone also fluctuated intermittently 
in response to flow in the Big Lost River. Wells 66, 
71, and 62 are 1,400 ft, 1,900 ft, and 2,500 ft, 
respectively, from the river channel. Comparison 
of hydrographs of water levels in these wells with 
monthly Streamflow records at Lincoln Boulevard 
during 1965-94 indicates a correlation of water- 
level rises to short-term peaks in flow (fig. 4). Such 
peaks occurred in June and July 1965, and May, 
June, and July 1969. These water-level rises corre­ 
sponded to monthly discharges that were in excess 
of 20,000 acre-ft. Water-level trends subsequent to 
these peaks characteristically resembled a flow- 
recession curve. After the cold-waste ponds were 
constructed and disposal began in 1982, water- 
level changes in wells 62 and 71 occurred not only 
in response to surface-water discharges exceeding 
20,000 acre-ft per month but also in response to 
cold-waste pond disposal.

Well 66 monitored a perched water level that 
was affected by recharge from the Big Lost River. 
According to Robertson and others (1974, p. 101), 
peak flows in the river were reflected in water lev­ 
els in well 66 after a delay of 4 to 5 months. The 
water level in well 66 declined in response to the- 
extended period of no flow from 1977 to 1981. 
Modifications were made to this well in 1986 and 
subsequent water levels represented water moving 
from a shallow, perched water body and out of the 
casing through perforations at a depth of 218 ft.

NUMERICAL SIMULATION OF 
PERCHED GROUND-WATER FLOW

Numerical simulations were used to evaluate 
the conceptual model of perched ground-water 
flow through the basalts and sediments in the upper 
200 ft of the unsaturated zone beneath the TRA and 
to refine estimates of hydraulic properties that con­ 
trol the formation of these perched ground-water 
zones. These simulations rely on certain assump­ 
tions. The modeling approach includes the deter­ 
mination of the effect that violations of these 
assumptions have on simulation of observed field 
parameters.
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Approach

The numerical modeling approach consisted 
of development and calibration of steady-state 
and transient flow models using the USGS Modu­ 
lar Ground-Water Flow Model (MODFLOW) 
(McDonald and Harbaugh, 1988). The numerical 
models developed in this study do not represent 
unique solutions.

The modular compartmentalization of the 
MODFLOW code facilitates the development of 
additional capabilities without modifying existing 
packages. The original Block-Centered Flow 
(BCF) Package did not permit the activation of 
previously inactive cells. However, the develop­ 
ment of the BCF2 package (McDonald and oth­ 
ers, 1991) provided a method to convert inactive 
cells to variable-head cells. This feature allowed 
the simulation of saturated flow through a 
perched water body in several layers through time 
beginning with only a few, minimally saturated, 
active cells. Simulations did not represent unsat- 
urated flow properties related to changing mois­ 
ture content. Input for the steady-state and 
transient models included data arrays to configure 
the model grid and layers, boundary conditions, 
saturated hydraulic properties, and recharge.

A recharge term was used to represent water 
moving through the unsaturated zone that would 
be available to recharge perched ground water. 
This term included wastewater leaking from 
wastewater infiltration ponds and streamflow 
infiltration in the Big Lost River. Areal recharge 
on the Snake River Plain in the vicinity of the 
TRA is a relatively small proportion of the 
recharge term and was disregarded in simula­ 
tions. Steady-state and transient recharge input 
data are discussed in subsequent sections.

Assumptions

The MODFLOW code (McDonald and Har­ 
baugh, 1988) simulates saturated ground-water 
flow in three dimensions through porous media 
by using the finite-difference method. Locally, 
the porous-media assumption is violated by the 
fracture-dominated matrix. However, for 
increased volumes, only the larger details of the

flow system can be represented and a fracture- 
dominated flow system is approximated by 
porous-media flow.

Porous-media models have been used to simu­ 
late regional and subregional flow in fractured 
basalts of the Snake River Plain aquifer (Robert- 
son, 1974; Garabedian, 1992; Spinazola, 1994). 
At the scale of the TRA perched ground-water 
zones (several thousands of feet), the effect of the 
porous media assumption on fracture-flow simu­ 
lation probably is minimal because spatial dimen­ 
sions of fracture systems are several orders of 
magnitude smaller than the smallest cell dimen­ 
sions.

Three-Dimensional Ground-Water-Flow 
Model

The process of numerically simulating three- 
dimensional flow through perched ground-water 
zones required definition of hydraulic boundaries, 
spatial discretization and development of a model 
grid and layers, and estimation of the distribution 
of hydraulic properties of basalt and sedimentary 
interbeds. Initial estimates of hydraulic properties 
were evaluated and refined using a steady-state 
simulation. Transient three-dimensional flow was 
simulated using refined hydraulic property values 
and time-discretized recharge based on wastewa­ 
ter disposal rates. Sensitivity analyses were con­ 
ducted on the transient simulation to evaluate the 
effect of reasonable ranges in hydraulic proper­ 
ties on simulation results.

Model Grid and Boundary Conditions

A four-layer model was used in the numerical 
simulations of the perched ground-water zones at 
the TRA. The model grid consisted of 46 columns 
and 75 rows with variable cell dimensions (fig. 
7). The grid was aligned in a northwest-to-south­ 
east direction along the major axis of the known 
extent of perched ground water. Point of origin 
(southwest grid corner) was at latitude 43°35' 11" 
and longitude 112°58'27". The Transverse Mer- 
cator projection system was used with a central 
meridian of 112°57'30". The grid was rotated 39° 
counterclockwise from the central meridian. Cells 
in the area of interest were 100 by 100 ft (fig. 7). 
Cell dimensions were increased up to 500 ft 
toward the northeast, northwest, and southeast
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model boundaries (fig. 7). Cells are described in 
this report by row, column, and layer. The dimen­ 
sions of the modeled area were 1.1 by 1.8 mi. The 
model simulated flow in the upper 200 ft of the 
approximately 450 ft of basalts and sediments 
overlying the Snake River Plain aquifer. The first 
layer represented surficial sediments, the second 
layer represented the BC flow group (Anderson, 
1991, p. 17), the third layer represented the DEI 
flow group, and the fourth layer represented the 
interbed unit associated with the DE2, DE3, and 
DE3-4(W) flow groups. A fifth layer with an 
assigned constant head below the top of the layer 
was used to remove downward flow from the 
model. Tops and bottoms of layers were assigned 
altitudes above sea level derived from contour 
maps of the bases and tops of basalt-flow groups 
(Anderson, 1991, figs. 12, 14, and 16).

The model grid was configured to extend 
beyond the observed limits of the TRA perched 
ground-water zones. Lateral no-flow boundaries 
on all four sides of the model do not represent 
natural conditions as indicated by stratigraphic 
data. However, no-flow boundaries were used 
because no indication exists that the perched- 
water zones extended to these artificial bound­ 
aries during the simulation period. The scope of 
this analysis does not include predictive simula­ 
tions that simulated extension of the perched 
ground-water zones near no-flow boundaries. The 
lateral no-flow boundary on the southeastern side 
of the model was used to simulate one half of a 
ground-water divide beneath the Big Lost River. 
Streamflow infiltration from the Big Lost River 
was represented by recharge to uppermost active 
southeastern boundary cells of the model grid 
(fig. 7).

Steady-State Estimation of Hydraulic 
Properties

Numerical simulation input data that repre­ 
sented hydraulic properties included horizontal 
hydraulic conductivity, vertical conductance 
terms, and estimates of the storage coefficient. 
Initial estimates were based on reasonable values 
as presented in the conceptual model.

A steady-state model of the TRA perched 
ground-water zones was constructed from initial 
estimates of hydraulic properties and recharge to

refine reasonable estimates of horizontal and ver­ 
tical hydraulic conductivity of the basalts and the 
interbed unit. Although steady-state flow condi­ 
tions within the perched ground-water zones have 
not been achieved because of the highly variable 
rate of wastewater disposal and historical changes 
in the places of disposal, an approximation of 
steady-state conditions was simulated using an 
average recharge to represent a period of rela­ 
tively small fluctuations in wastewater disposal to 
the ponds. Recharge for the steady-state analysis 
was approximated using the mean rate of disposal 
during 1982-90 (fig. 3) to the cold-waste ponds, 
warm-waste ponds, chemical-waste pond, and 
sanitary-waste ponds because these disposal rates 
remained fairly constant through that period. 
Recharge from the Big Lost River was not con­ 
sidered in the steady-state simulation to simplify 
the solution.

Simulated steady-state water levels were com­ 
pared with water levels measured in 1990 in wells 
completed in the perched ground-water zones 
(table 2). The differences between measured and 
simulated water levels ranged from 1.2 to 56.9 ft. 
These differences were attributed in part to the 
assumption of steady-state conditions in a 
dynamic flow system, to large vertical and hori­ 
zontal hydraulic gradients in the perched ground- 
water zones, and to fracture flow anisotropy.

Horizontal Hydraulic Conductivity

Surficial sediments at the TRA are character­ 
ized by a large range in permeability. Because the 
distribution of permeability is not known, model 
layer 1, used to simulate flow in the surficial sed­ 
iments, was uniformly assigned a saturated 
hydraulic conductivity of 30 ft/d. Model layer 2 
was used to simulate flow in the BC flow group. 
On the basis of calibration of the steady-state 
model, a saturated hydraulic conductivity of 20 
ft/d, within the range of estimated hydraulic con­ 
ductivity for the BC flow group and approximat­ 
ing the median value (24 ft/d), was uniformly 
assigned to all cells in layer 2. Model layer 3 was 
used to simulate flow within the DEI flow group. 
On the basis of calibration of the steady-state 
model, a saturated hydraulic conductivity of 2 
ft/d, at the lower end of the range of hydraulic 
conductivities estimated for the DEI flow group,
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I

EXPLANATION 
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Figure 7.  Finite-difference grid, infiltration-pond cells, river cells, and layers used to simulate formation of 
perched ground-water zones at the Test Reactor Area.
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Table 2. Comparison of water levels in wells completed in perched ground-water zones at the Test Reactor Area 
(October 1990) and steady-state calibrated water levels for corresponding cells

[Well identifier: see figure 1 for location of wells; Row/column: model grid location corresponding to well; Model layer: layer corresponding 
to production interval of well; Altitude, in feet above sea level:  , not applicable]

Well identifier

53

54

55

56

69

61

63

68

70

60

73

62

64

72

71

74

80

PW-7

PW-8

PW-9

Row/column

23/25

25/29

20/32

18/30

34/21

39/30

26/17

10/32

33/40

35/30

14/13

49/31

23/41

5/30

50/22

6/10

44/42

30/9

35/30

14/13

Model layer

2

2

2

2

3

3

3

3

3

3

3

4

4

4

4

4

4

4

4

4

Altitude of 
measured water 

level

4,860.7

4,861.6

4,860.6

4,859.5

4,856.6

4,843.7

4,855.5

4,861.3

4,851.0

4,861.4

4,848.0

4,792.2

dry

4,777.4

4,772.0

4,746.5

dry

4,727.4

4,858.0

4,757.7

Altitude of 
simulated steady- 
state water level

4,863.6

4,862.8

4,847.9

4,847.6

4,847.0

4,846.0 
4,830.2

4,858.5 
4,841.3

4,837.5 
4,823.2

4,857.1

4,853.1 
4,838.3

dry 
4,799.3

4,786.0

4,778.6

4,799.5

dry 
4,791.4

dry 
dry

dry 
dry

4,784.3

4,831.9

4,794.7

Difference between 
measured and simu­ 
lated water level, in 

feet

-2.9

-1.2

+12.7

+11.9

+9.6

-2.3 
+13.5

-3.0 
+14.2

+23.8 
+38.1

-6.1

+8.3 
+23.1

+48.7

+6.2

-

-22.1

-19.4

-

~

-56.9

+26.1

-37.0

was uniformly assigned to all cells in layer 3. 
Model layer 4, used to simulate flow within the 
interbed unit, was uniformly assigned a saturated 
hydraulic conductivity of 0.05 ft/d.

Model layer 5 was assigned a constant head 
that was lower than the bottom of layer 4 to pro­ 
vide a mechanism for removal of flow without 
affecting flow in the overlying layers. This layer 
did not simulate actual unsaturated flow condi­ 
tions underlying the interbed unit.

Vertical Hydraulic Conductance

Vertical conductance terms were used to sim­ 
ulate the capability of the rock to transmit water 
vertically between layer 1 (surficial sediments) 
and layer 2 (basalt-flow group BC), between 
layer 2 and layer 3 (basalt-flow group DEI), 
between layer 3 and layer 4 (interbed unit associ­ 
ated with the DE2, DE3, and DE3-4(W) basalt- 
flow groups), and between layer 4 (the interbed 
unit that serves as the perching mechanism for
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Figure 7. Finite-difference grid, infiltration-pond cells, river cells, and layers used to simulate 
formation of perched ground-water zones at the Test Reactor Area continued.
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deep perched ground water at the TRA) and layer 
5. The vertical conductance term between layers 
4 and 5 was dominated by the vertical hydraulic 
conductivity of the interbed unit. Vertical con­ 
ductance is a parameter that incorporates the 
thickness and vertical hydraulic conductivity of 
each of the stratigraphic units. Initially, the verti­ 
cal hydraulic conductivity of the basalts and sedi­ 
ments was estimated to be two to three orders of 
magnitude less than the horizontal hydraulic con­ 
ductivity because of the layered basalt-sediment 
stratigraphy.

The vertical conductance term used to simu­ 
late flow between the surficial sediments (layer 1) 
and the BC flow group (layer 2) incorporated 
estimates of the vertical hydraulic conductivity 
and thickness of the sediments and basalt. The 
calibrated vertical conductance term between lay­ 
ers 1 and 2 was 0.10/d. The vertical conductance 
terms used to simulate vertical flow between the 
BC flow group (layer 2) and the DEI flow group 
(layer 3) and between the DEI flow group (layer 
3) and the interbed unit (layer 4) incorporated 
estimates of the vertical hydraulic conductivity 
and thickness of the basalts. Vertical conductance 
terms were assigned uniformly because little is 
known about the vertical hydraulic conductivity 
of the basalts except that it probably is at least 
several orders of magnitude smaller than the hori­ 
zontal hydraulic conductivity. The calibrated ver­ 
tical conductance term controlling flow between 
layers 2 and 3 was 0.018/d. The calibrated verti­ 
cal conductance term controlling flow between 
layers 3 and 4 was 0.0006/d.

The vertical conductance term used to simu­ 
late vertical flow between layer 4 (interbed unit) 
and layer 5 incorporated the vertical hydraulic 
conductivity and thickness of the sedimentary 
interbeds but neglected hydraulic properties and 
thickness of the underlying basalt. This approach 
was used because vertical flow between the inter­ 
bed unit and underlying basalt is dominated by 
the small vertical hydraulic conductivity of the 
sedimentary interbeds relative to that of the 
basalt. In the numerical simulation, the vertical 
conductance term was calculated by dividing an 
estimated vertical hydraulic conductivity by the 
interbed thickness. The steady-state calibrated 
value for uniform vertical hydraulic conductivity

was 0.0024 ft/d, within the range of vertical 
hydraulic conductivity estimated by Robertson 
(1977, p. 26) for interbeds (0.00001 to 0.1 ft/d) 
and smaller than the initial estimate (0.006 ft/d) 
made using total flux and approximate area of the 
perched ground-water zones.

A two-dimensional array (fig. 8) was con­ 
structed from the inverse of the line of equal 
interbed thickness (fig. 6). This array, multiplied 
by the calibrated vertical hydraulic conductivity 
estimate, was used as the vertical conductance 
term governing flow between layers 4 and 5.

Transient Calibration

Input data for the transient simulation 
included horizontal hydraulic conductivity and 
vertical conductance arrays derived from the 
steady-state simulation. Input data also included 
estimates of effective porosity and the confined 
storage coefficient. Recharge from pond and 
stream infiltration was distributed using 43 one- 
year stress periods to simulate the formation of 
the perched ground-water zones during 1952-94. 
Each stress period was divided into 4 time steps, 
with an initial time step of 51.4 days and a time- 
step multiplier of 1.4. Uncertainties introduced 
into the model that resulted from estimation of 
the hydraulic properties are discussed in the sec­ 
tion on model sensitivity.

In the initial conditions for the transient 
model, all cells were dry with the exception of 
layer-4 cells directly beneath infiltration ponds. 
These cells were given an initial head 1 ft above 
the base of the layer because the MODFLOW 
method of converting no-flow cells to variable- 
head cells (McDonald and others, 1991) requires 
some initially active cells. In the process of model 
calibration, the vertical hydraulic conductivity 
and the storage coefficient were adjusted within 
reasonable ranges and numerical results were 
compared with measured hydraulic changes. The 
wetting threshold and the wetting factor, two 
parameters used in establishing an initial head in 
a previously dry cell, were adjusted to reduce 
model instabilities related to wetting and drying 
of cells. The wetting threshold, representing the 
head in a cell that would wet an adjacent or over­ 
lying cell, was adjusted to 20 ft above the cell 
bottom for layers 1 through 3, and 45 ft for

24



10 IS 20 25 SO 35 40 45

.0751
EXPLANATION

LINE ENCLOSING CELLS IN LAYER 3 ASSIGNED THE 
SAME VERTICAL CONDUCTANCE TERM-Number, .075, 
the inverse of the combined thickness of sediment in the 
DE2, DE3, and DE3-4(W) flow groups, is used in the 
computation of the vertical conductance term

0 1 MILE

0 1 KILOMETER

Figure 8. Array of inverse sediment thickness used to simulate the vertical conductance of water 
through sedimentary interbeds associated with the DE2, DE3, and DE3-4(W) basalt-flow 
groups at the Test Reactor Area.
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layer 4. The wetting factor, used with the wetting 
threshold to establish a starting head for a rewet 
cell, was adjusted to 0.18.

The vertical hydraulic conductivity was 
adjusted to 0.0028 ft/day. The effective porosity 
of basalt-flow groups at the TRA reasonably 
ranges from 5 to 20 percent. Areally, the storage 
coefficient can vary over the full range because of 
spatial variability in the number of vesicles, frac­ 
tures, and interflow rubble zones. However, 
because distributions of these features are not 
well defined, storage coefficients were applied 
uniformly for each layer. An effective porosity of 
10 percent, within the expected range for basalt of 
5 to 20 percent, and a confined storage coefficient 
of 0.0001, used to represent a fully saturated cell, 
were applied to all layers.

Transient Recharge

Transient recharge to the perched ground- 
water zones from infiltration pond wastewater 
leakage was characterized by daily and monthly 
fluctuations in response to wastewater disposal 
patterns. However, recharge from pond leakage 
was represented in the model by an average 
annual rate (fig. 3) because records for the 43 
years of wastewater disposal do not provide the 
detailed information needed to describe these 
short-term fluctuations.

The wastewater recharge term was distributed 
among multiple cells to represent recharge from 
the warm-waste ponds, cold-waste ponds, chemi­ 
cal-waste pond, and sanitary-waste ponds (fig. 7). 
Recharge to individual cells was apportioned on 
the basis of the percentage of the pond area 
encompassed by the cell. The wastewater 
recharge term was applied to the uppermost 
active cell. Annual recharge to cell groups repre­ 
senting the TRA wastewater infiltration ponds in 
the transient simulation is shown on table 3.

Recharge from the Big Lost River was based 
on estimates of streamflow infiltration derived 
from published and unpublished discharge 
records from selected stream-gaging stations. 
Discharge in the Big Lost River has been moni­ 
tored downstream from the INEEL diversion and 
at the Lincoln Boulevard bridge since 1965 (Ben- 
nett, 1990, p. 44-45). Bennett (1990, p. 48) esti­ 
mated streamflow infiltration for the reach

between these stations. Estimated average annual 
streamflow infiltration from the INEEL diversion 
to Lincoln Boulevard from 1965 to 1988 was 
plotted against annual discharge for the Big Lost 
River downstream from Mackay Reservoir. This 
relation was used to approximate streamflow 
infiltration prior to 1965 based on discharge 
downstream from Mackay Reservoir. The rela­ 
tion assumed correlation between streamflow 
infiltration and discharge in the Big Lost River 
downstream from Mackay Reservoir but 
neglected variabilities introduced by the effect of 
diversions for irrigation between Mackay and 
Arco and by diversions to upstream spreading 
areas.

Model cells that represent river reaches 
formed the southeastern side of the model grid 
(fig. 7). Annual unit channel-length losses were 
estimated by dividing annual losses from the 
INEEL diversion to Lincoln Boulevard by the 
channel length. These annual estimates were mul­ 
tiplied by the reach lengths of the Big Lost River 
channel in each cell to obtain estimated annual 
recharge volumes. Recharge estimates were 
based on the assumption that losses were uniform 
between the diversion and Lincoln Boulevard. In 
actuality, this assumption probably is violated by 
variabilities in thickness of channel sediments 
and by localized ponding. These annual estimates 
also disregarded fluctuations in infiltration in 
response to the highly variable flows that 
occurred each year. Although actual losses proba­ 
bly were not uniform throughout the reach and 
were characterized by large fluctuations in 
response to changes in instantaneous discharge, 
estimated streamflow infiltration provided a rea­ 
sonable long-term basis for modeling effects of 
recharge from the Big Lost River on perched 
ground water at the TRA.

In the transient simulation, recharge from 
annual estimated streamflow infiltration from the 
Big Lost River was halved along a no-flow 
boundary to represent the symmetry of model 
river-cell recharge. Annual simulated stream 
recharge estimates are shown in table 4. The use 
of annual estimates did not adequately simulate 
shorter-term fluctuations and did not allow for­ 
mation of a perched ground-water zone beneath
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Table 3. Volumes of recharge assigned to specified groups of model cells representing wastewater infiltration 
ponds at the Test Reactor Area, 1952-94

[Wastewater recharge in cubic feet per year; see footnote for recharge cell locations]

Year

1952

1953

1954

1955

1956

1957

1958

1959

1960

1961

1962

1963

1964

1965

1966

1967

1968

1969

1970

1971

1972

1973

1974

1975

1976

1977

1978

1979

1980

1981

1982

1983

1984

1985

1986

1987

1988

1989

Warm-waste ponds1

670,000

2,010,000

12,700,000

13,100,000

12,570,000

13,770,000

33,290,000

26,740,000

29,550,000

31,420,000

37,830,000

27,010,000

22,990,000

19,390,000

17,510,000

24,200,000

25,130,000

35,560,000

37,570,000

29,280,000

29,010,000

35,960,000

32,890,000

29,410,000

29,410,000

19,650,000

16,710,000

9,760,000

7,890,000

7,350,000

6,860,000

3,540,000

2,140,000

2,740,000

3,340,000

2,530,000

2,450,000

2,580,000

Cold-waste ponds2

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

26,520,000

32,140,000

33,240,000

29,730,000

36,430,000

23,850,000

30,000,000

39,300,000

Chemical-waste pond3

0

0

0

0

0

0

0

0

0

0

5,600,000

5,600,000

5,600,000

5,600,000

5,600,000

5,600,000

5,600,000

5,600,000

5,600,000

6,130,000

9,730,000

4,200,000

4,190,000

3,450,000

3,540,000

2,890,000

2,790,000

2,340,000

1,560,000

1,260,000

1,190,000

890,000

780,000

800,000

860,000

730,000

560,000

1,030,000

Sanitary- waste pond4

1,320,000

1,320,000

1,320,000

1,320,000

1,320,000

1,320,000

1,320,000

1,320,000

1,320,000

1,320,000

1,320,000

1,320,000

1,320,000

1,320,000

1,320,000

1,320,000

1,320,000

1,320,000

1,320,000

1,240,000

1,370,000

1,250,000

1,100,000

1,000,000

1,100,000

1,240,000

1,260,000

1,170,000

1,090,000

770,000

680,000

820,000

810,000

960,000

1,130,000

910,000

990,000

1,090,000
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Table 3. Volumes of recharge assigned to specified groups of model cells representing wastewater infiltration 
ponds at the Test Reactor Area, 1952-94 Continued

Year

1990

1991

1992

1993

1994

Warm-waste ponds1

2,500,000

3,490,000

3,100,000

1,940,000

0

Cold-waste ponds2

34,000,000

27,570,000

19,170,000

33,420,000

28,570,000

Chemical-waste pond3

1,000,000

1,150,000

1,140,000

860,000

810,000

Sanitary-waste pond4

1,150,000

1,750,000

1,680,000

1,810,000

4,460,000

Model cells (row-column) specified to represent wastewater infiltration ponds at the Test Reactor Area
1 Warm-waste ponds

1952 pond cell -- 20-29, 21-28 through 21-30, 22-28 through 22-29 
1957 pond cell - 22-27, 23-27 through 23-30, 24-28 through 24-30 
1964 pond cell - 24-31, 25-29 through 25-31, 26-29 through 26-32

2 Sanitary-waste ponds
Constructed in 1952 - 15-34

3 Chemical-waste pond
Constructed in 1962 - 12-34 through 12-35,13-33 through 13-36, 14-34 through 14-35

4 Cold-waste ponds
Constructed in 1982 - 26-24 through 26-26, 27-24 through 27-27, 28-24 through 28-27, 29-24 through 29-27, 

30-24 through 30-27, 31-24 through 31-27, 32-24

Table 4. Cumulative annual recharge assigned to cells representing the channel of the Big Lost River near the 
Test Reactor Area, 1952-94
[Streamflow infiltration in cubic feet per year]

Estimated annual recharge Estimated annual recharge Estimated annual recharge 
from Streamflow infiltration from Streamflow infiltration from streamflow infiltration

1952

1953

1954

1955

1956

1957

1958

1959

1960

1961

1962

1963

1964

1965

1966

24,670,000

18,105,000

15,390,000

11,515,000

22,434,000

19,264,000

24,775,000

10,674,000

9,764,000

7,395,000

12,920,000

18,272,000

18,378,000

13,433,000

9,859,000

1967

1968

1969

1970

1971

1972

1973

1974

1975

1976

1977

1978

1979

1980

1981

30,643,000

16,368,000

30,845,000

21,578,000

27,310,000

20,012,000

15,000,000

27,601,000

26,741,000

21,683,000

8,766,000

18,441,000

14,440,000

20,214,000

20,939,000

1982

1983

1984

1985

1986

1987

1988

1989

1990

1991

1992

1993

1994

28,670,000

37,683,000

39,429,000

18,653,000

26,556,000

12,391,000

8,924,000

0

0

0

0

0

0
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the Big Lost River. Additional efforts were not 
made to simulate this perched ground-water zone 
because of the limited effect it had on perched 
ground water beneath the TRA.

Infiltration of excess landscape irrigation and 
leakage from wastewater distribution systems 
was ignored because it represented only a small 
percentage of total recharge and because of the 
difficulty in determining the amount and location 
of recharge. Both sources potentially could pro­ 
vide a source of recharge to the perched ground- 
water zones at the TRA.

Volumetric Budget for the Transient Simulation

The volumetric budget compared the volume 
of water entering the model as recharge and 
changes in storage with water moving out of the 
model as changes in storage and flux through the 
base of the interbed unit. A total of 1.2854 x 109 
ft3 of water representing leakage from wastewater 
disposal ponds entered the model. This volume 
was 2 percent larger than the estimated volume of 
1.261 x 109 ft3 of water actually discharged. A 
total of 1.3067 x 108 ft3 of water went into storage 
and 9.4366 x 107 ft3 of water went out of storage 
during 1952-94, leaving 3.6304 x 107 ft3 of water 
in storage at the end of 1994. The 1.2491 x 109 ft3 
of water leaving the model to the constant head 
represented the flux through the bottom of the 
interbed unit.

The cumulative volumetric budget for the 
entire model at the end of stress period 43 (1994) 
was as follows:

Comparison Between Simulated Transient Water 
Levels and Measured Water Levels

Model results included simulating water-level 
changes with time. These transient results were 
compared with measured water-level changes to 
evaluate how closely the transient model simu­ 
lated the formation of perched ground water at 
the TRA. Water-level changes measured during 
1952-94 in 15 perched-water monitoring wells 
were compared with simulated water-level 
changes in corresponding cells in layers 2, 3, and 
4 to evaluate the conceptual model of flow 
through the perched ground-water zones at the 
TRA. Layer-1 water-level changes were not com­ 
pared with limited water-level data because the 
extent of perched ground water in the surficial 
sediment was limited. Annually fluctuating rates 
of discharge to the warm-waste and cold-waste 
ponds affected water levels in wells. Several mul­ 
tiple-year periods showing clear decreases or 
increases in discharge (fig. 3) were used for 
water-level comparison. These periods included 
1962-66, when annual discharge to the warm- 
waste ponds decreased from 37.8 million to 17.5 
million ft3 of wastewater, 1966-70, when annual 
warm-waste pond discharge rates increased from 
17.5 million to 37.6 million ft3 , and 1973-79, 
when annual warm-waste pond discharge 
decreased from 36 million to 9.8 million ft3 . Dis­ 
charge to the cold-waste ponds began in 1982. 
During 1986-87, annual discharge to the cold- 
waste ponds decreased from 36.4 million to 23.8 
million ft3 . During 1987-89, annual cold-waste 
pond discharge increased from 23.8 million to 
39.3 million ft3 . Use of annual discharge rates in 
the simulation did not represent large fluctuations 
in discharge that took place throughout each year. 
Because of this, simulated water-level changes

CUMULATIVE VOLUMES, IN CUBIC FEET 

IN: OUT: 

Storage = 9.4366 x 107 Storage = 1.3067xl08

Pond recharge = 1.2854 x 109

Total in = 1.3798 x 109

In - Out = -39,296

Constant head = 1.2491 x 109

Total out = 1.3798xl09

% Discrepancy = 0.00
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were compared both with the difference between 
maximum and minimum measured water levels 
and with end-of-year water-level changes.

Comparison between simulated layer-2 water levels and 
water levels in wells completed in the BC flow group

Wells 53, 54, 55 and 56, all constructed in 
1960, were used to monitor water-level changes 
in the BC flow group. Simulated water levels in 
corresponding layer-2 cells were graphically 
compared with measured water levels in these 
wells (fig. 9). The difference between measured 
and simulated end-of-year water levels was 
graphically presented with each hydrograph to 
further evaluate the capability of the model to 
simulate flow in perched ground water.

Cell 23-25-2 most closely approximated the 
completion interval for well 53, located between 
the warm-waste ponds and the cold-waste ponds, 
and completed in the upper part of the BC flow 
group. During the early 1960's, well 53 was used 
for wastewater disposal. This disposal was 
reflected in daily and monthly water-level fluctu­ 
ations in wells 53 and 55 (fig. 9). In the model, an 
average annual recharge was used and these fluc­ 
tuations were not represented in the transient sim­ 
ulation. Cell 25-29-2 most closely approximated 
the completion interval for well 54, located adja­ 
cent to the southwest corner of the warm-waste 
pond cell constructed in 1957 and completed in 
most of the BC flow group. Cell 20-32-2 most 
nearly approximated the completion interval for 
well 55, located north of the warm-waste ponds 
and completed in the upper half of the BC flow 
group. During 1960-63, the water level in this 
well fluctuated in response to wastewater injec­ 
tion in well 53 (fig. 9). Cell 18-30-2 most nearly 
approximated the completion interval for well 56, 
located northwest of the warm-waste ponds and 
completed in the middle part of the BC flow 
group.

Measured water levels in wells 53, 54, 55, and 
56 showed little response to changes in discharge 
to the warm-waste ponds during 1960-82. This 
lack of response indicated that the BC flow group 
was poorly connected to fracture systems carry­ 
ing water from the warm-waste ponds. In con­ 
trast, simulated layer-2 water levels rose and 
declined in response to changes in discharge. As

warm-waste pond discharge decreased after 
1975, simulated water levels declined and three 
of the four cells went dry.

Measured water levels in the wells completed 
in the BC flow group responded more directly to 
the cold-waste pond discharge, indicating that the 
well-completion intervals were hydraulically bet­ 
ter connected to fracture systems carrying water 
from the cold-waste ponds. The three cells used 
to simulate water levels in wells 53, 55, and 56 
rewetted in 1983 in response to discharge to the 
cold-waste ponds. Simulated water levels 
responded directly to changes in discharge to the 
cold-waste ponds.

The use of uniform hydraulic properties and 
of annual totals for wastewater discharge in the 
model did not accurately represent the anisotropy 
of the fractured system in the BC flow group and 
the effect of highly variable short-term dis­ 
charges. As a result, water-level trends in the BC 
flow group were poorly to moderately approxi­ 
mated for the 43-year period. A more accurate 
representation of water levels in the BC flow 
group requires better understanding of the local 
distribution of horizontal and vertical hydraulic 
conductivity and the effective porosity of the 
fractured basalt and sediment composing the 
perched ground-water zones.

Comparison between simulated layer-3 water levels 
and water levels in wells completed in the DEI flow 
group

Wells 60, 61, 63, 68, 69, 70, and 73, all con­ 
structed in 1960, were used to monitor water- 
level changes in the DEI flow group or lateral 
depth equivalents. Simulated water levels in cor­ 
responding layer-3 cells were graphically com­ 
pared with measured water levels in these wells 
(fig. 10).

Cell 35-30-3 most nearly approximated the 
completion interval for well 60, located 500 ft 
east of the cold-waste ponds and completed in the 
lower half of the BC flow group and the upper 
half of the DEI flow group. Cell 39-30-3 most 
nearly approximated the completion interval for 
well 61, located southeast of the cold-waste 
ponds and completed in the upper half of the DEI 
flow group. Cell 26-17-3 most nearly approxi­ 
mated the completion interval for well 63, located
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Figure 9.   Transient simulated layer-2 water levels and measured water levels in wells completed in the BC flow 
group at the Test Reactor Area continued.
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approximately 400 ft west of the cold-waste 
ponds and completed in the upper part of the DEI 
flow group and the lower half of the BC flow 
group. Cell 10-32-3 most nearly approximated 
the completion interval for well 68, located 400 ft 
west of the chemical waste pond and completed 
over all of the DEI flow group and the bottom 
half of the BC flow group. Cell 34-21-3 most 
nearly approximated the completion interval for 
well 69, located south of the cold-waste ponds 
and completed in the upper part of the DEI flow 
group. Cell 33-40-3 most nearly approximated 
the completion interval for well 70, located 800 ft 
east of the warm-waste ponds and completed in 
lateral equivalents to the lower half of the BC 
flow group and the upper half of the DEI flow 
group where they pinch out against AEC Butte. 
Cell 14-13-3 most nearly approximated the com­ 
pletion interval for well 73, located 1,500 ft west 
of the warm-waste ponds and completed in the 
lower half of the BC flow group and the upper 
half of the DEI flow group.

Simulated layer-3 water levels were compared 
with water levels in seven wells completed in the 
DEI flow group. Measured water levels 
responded to changes in wastewater discharge to 
the warm-waste and cold-waste ponds. For most 
of the wells, these changes were moderately to 
directly matched by simulated water-level 
changes. The water-level response in well 68 
indicated that the DEI flow group and associated 
interbeds to the north of the warm-waste ponds 
are characterized by small hydraulic conductivity. 
This response was not well represented because a 
uniform horizontal hydraulic conductivity was 
used throughout layer 3. Simulated water-level 
changes in cells representing wells to the west, 
southeast, and east of the warm-waste and cold- 
waste discharge ponds matched measured 
changes moderately well; large differences 
between measured and simulated water levels 
could be attributed to large hydraulic gradients 
near perched ground-water zone margins and to 
the cell location with respect to the location of the 
well.

Well PW-8, located about 30 ft southwest of 
well 60, was drilled in 1986 and was completed in 
the interbed unit beneath the DEI flow group. 
During 1986-94, the measured water level in well

PW-8 ranged from 0.2 to 4.9 ft deeper than the 
water level in well 60. The small water-level dif­ 
ference between the two wells indicates that the 
PW-8 completion interval is hydraulically well 
connected to overlying units and that vertical 
flow is relatively continuous near the infiltration 
ponds.

Well PW-9, located about 90 ft west of well 
73, was drilled in 1986 and was completed in the 
interbed unit. During 1986-95, the measured 
water level in well PW-9 was more than 80 ft 
deeper than the water level in well 73. The large 
water-level difference between the two wells and 
the correspondence between the water level in 
well 73 and long-term wastewater discharge indi­ 
cate that a unit vertical hydraulic gradient existed 
and that unsaturated flow occurred between 
perched water in the DEI flow group and the 
interbed unit. This demonstrates that lateral flow 
in interflow rubble zones and limited vertical 
flow could occur at larger distances from 
recharge sources.

Comparison between simulated layer-4 water levels 
and water levels in wells completed in the interbed 
unit

Wells 62, 64, 71, 72, and 74, all constructed 
during 1960-61, and well PW-7, constructed in 
1986, were used to monitor water-level changes 
in the interbed unit. Simulated water levels in cor­ 
responding layer-4 cells were graphically com­ 
pared with measured water levels in these wells 
(fig. 11).

Cell 49-31-4 most nearly approximated the 
well 62 completion interval, located 2,000 ft 
southeast of the cold-waste ponds and completed 
in the upper part of the interbed unit and lower 5 
ft of the DEI basalt-flow group. Cell 23-41-4 
most nearly approximated the completion interval 
for well 64, located 800 ft northeast of the warm- 
waste ponds and completed in the bottom part of 
the interbed unit. Cell 50-22-4 most nearly 
approximated the completion interval for well 71, 
located 1,800 ft southeast of the cold-waste ponds 
and completed in the upper part of the interbed 
unit. Cell 5-30-4 most nearly approximated the 
completion interval for well 72, located 800 ft 
northwest of the chemical-waste pond and 
1,200 ft northwest of the warm-waste ponds.
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Figure 10.   Transient simulated layer-3 water levels and measured water levels in wells completed in the DEI flow 
group at the Test Reactor Area.
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Cell 6-10-4 most nearly approximated the com­ 
pletion interval for well 74, located 2,300 ft west 
of the warm-waste ponds, and completed as open 
hole through the middle part of the interbed unit. 
Cell 30-9-4 most nearly approximated the com­ 
pletion interval for well PW-7, located 1,500 ft 
southeast of the cold-waste ponds and completed 
in the lower third of the interbed unit.

Simulated layer-4 water levels poorly matched 
water levels in six wells completed in the interbed 
unit. Simulation of measured water-level trends 
and extent of the perched ground-water zones 
was poor to fair. The inability of the model to 
adequately represent observed flow conditions in 
the interbed unit is attributed to several factors. 
First, all six wells were at or beyond the known 
extent of perched water, and water-level changes 
in response to wastewater discharge were greatly 
attenuated. Second, measured water levels indi­ 
cated that a large vertical hydraulic gradient 
exists through the interbed unit. Well completion 
intervals were in either the upper or lower part of 
the unit and did not provide a water level repre­ 
sentative of the entire flow group. Third, the 
effect of recharge from the Big Lost River was 
not represented well by using average annual 
recharge rates. Measured peaks in two wells indi­ 
cated that the TRA perched ground-water zones 
mix with perched water beneath the Big Lost 
River when flow exceeds 20,000 acre-ft per 
month.

Sensitivity Analysis

Model input data were varied within accept­ 
able ranges to determine how sensitive the model 
was to changes in different input variables. Sensi­ 
tivity testing provided an assessment of the effect 
that hydraulic properties represented by specific 
input variables could have on simulated flow 
through the perched ground-water zones. Tran­ 
sient model response to input data variations was 
examined in four cells. Cell 23-25-2 was located 
next to the southwest corner of the warm-waste 
ponds and represented the completion interval for 
well 53. Cell 18-30-2 was located northwest of 
the warm-waste ponds and represented the com­ 
pletion interval for well 56. Cells 33-40-2 and 33- 
40-3 were located near the eastern margin of the 
perched ground-water zones and represented the

completion interval for well 70. Cells 14-13-3 
and 14-13-4 were located near the western mar­ 
gin of the perched ground-water zones and repre­ 
sented the completion interval for wells 73 and 
PW-9.

Horizontal Hydraulic Conductivity

Horizontal hydraulic conductivity was varied 
by ±40 percent, within the range estimated from 
aquifer-test data. In cells 23-25-2 and 18-30-2, 
decreased hydraulic conductivity increased simu­ 
lated water levels by averages of 10.1 and 8.1 ft 
during 35 and 37-year-long stress periods, respec­ 
tively (fig. 12). Increased hydraulic conductivity 
decreased simulated water levels by an average of 
5.2 and 3.7 ft, respectively. The matches between 
simulated water levels in layer 2 and water levels 
in well 53, close to warm-waste and cold-waste 
ponds, generally were not improved by increased 
or decreased hydraulic conductivity. Increased 
hydraulic conductivity did not improve the match 
between well 56 and cell 18-30-2; decreased 
hydraulic conductivity slightly improved the 
match. In cell 33-40-3, decreased hydraulic con­ 
ductivity increased simulated water levels by an 
average of 2.6 ft during 26 stress periods; 
increased hydraulic conductivity increased water 
levels by an average of 1.0 ft during 29 stress 
periods. No significant improvement occurred in 
the match between measured and simulated water 
levels. Slight water-level decreases in response to 
decreased and increased hydraulic conductivity 
can be attributed to the cell's proximity to the 
perched ground-water zone margin. In cell 14-13- 
3, water-level changes could be compared for 
only four stress periods. During that time, 
increased hydraulic conductivity did not signifi­ 
cantly decrease water levels; decreased hydraulic 
conductivity increased water levels by an average 
of 5.5 ft and the cell remained wet for 16 stress 
periods, improving the match between measured 
and simulated water levels. The water-level 
responses indicated that the model generally was 
more sensitive to decreases in hydraulic conduc­ 
tivity. The response of simulated water levels to 
these variations indicated that the distribution of 
horizontal hydraulic conductivity partially con­ 
trols the size and shape of the perched ground- 
water zones at the TRA.
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Figure 11.  Transient simulated layer-4 water levels and measured water levels in wells completed in the interbed unit 
at the Test Reactor Area continued.
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40-percent decrease in hydraulic conductivity 40-percent increase in hydraulic conductivity 
Cell 
(row- Average water-level Average water-level 

column- change from standard Range of water-level change from standard Range of water-level 
layer) simulation changes (feet) simulation changes (feet) 

(feet)/periods (feet)/periods

23-25-2 +10.1/35 +7.2 to +12.4 -5.2/35

18-30-2 +8.1/37 +3.6 to +11.6 -3.7/34

33-40-3 +2.6/26 +0.2 to +5.8 +1.0/29

14-13-3 +5.5/4 +4.4 to +6.7 -0.65/4

-6.7 to -3.7

-6.5 to 0

+0.1 to +2.3

-1.0 to +1.8

Vertical Hydraulic Conductivity

Vertical hydraulic conductivity was varied by 
±40 percent. These variations were within Rob- 
ertson's (1977, p. 26) estimated range of vertical 
hydraulic conductivity. Simulated layer-2 water 
levels generally were less sensitive to changes in 
vertical hydraulic conductivity than they were to 
changes in horizontal hydraulic conductivity (fig. 
13). The average water-level change in cell 23- 
25-2 ranged from +4.3 to -2.8 ft over 35 stress 
periods. No significant improvement occurred in 
the match between measured and simulated water 
levels in cell 18-30-2 by increasing or decreasing

vertical hydraulic conductivity. In contrast, layer- 
3 water levels were more sensitive to changes in 
vertical hydraulic conductivity. The average 
water-level change in cell 33-40-3 ranged from 
+14.0 to -7.0 ft. For increased vertical hydraulic 
conductivity, the match was worsened for cells 
33-40-3 and 14-13-3; for decreased vertical 
hydraulic conductivity, the match was improved 
for these cells. On the basis of these results, varia­ 
tions in vertical hydraulic conductivity can signif­ 
icantly affect water levels and the extent of 
perched water, particularly in lower layers.

40-percent decrease in vertical hydraulic 
conductivity

Cell
(row-column-

layer)

23-25-2

18-30-2

33-40-3

14-13-3

Average water-level
change from standard

simulation
(feet)/periods

+4.3/35

+4.8/37

+14.0/29

+10.2/4

Range of water-level
changes (feet)

+2.4 to +5.3

+1.1 to +7.1

+5.0 to +18.8

+7.7 to +14.3

40-percent increase in vertical hydraulic 
conductivity

Average water-level
change from standard

simulation
(feet)/periods

-2.8/35

-3.1/25

-7.0/10

remained dry

Range of water-level
changes (feet)

-4.0 to -1.8

-4.0 to -2.1

-7.9 to -4.7
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Storage Coefficient

50-percent decrease in the storage coefficient

Cell 
(row-column- 

layer)

23-25-2

18-30-2

33-40-3

14-13-3

Average water-level 
change from standard 

simulation 
(feet)/periods

-0.3/35

-0.5/37

+0.9/29

-3.5/3

Range of water-level 
changes (feet)

-2.6 to +2.6

-4.7 to +1.9

-4.2 to +2.8

-8.8to+1.4

50-percent increase in the storage coefficient

Average water-level 
change from standard 

simulation 
(feet)/periods

+0.1/35

+0.3/35

+2.0/26

+3.5/4

Range of water-level 
changes (feet)

-1.6 to +1.9

-2.5 to +2.2

-1.7 to +4.7

0 to +7.6

The effective porosity and the unconfined 
storage coefficient were varied by ±50 percent, 
within the expected range of storage coefficients 
for basalt and sediment. Simulated water levels in 
layer 2 generally changed less than 5 ft in 
response to these storage coefficient variations 
(fig. 14). Water levels in lower layers were 
slightly more sensitive to storage coefficient vari­ 
ations, perhaps because of smaller hydraulic con­ 
ductivity values in those layers. No significant 
improvement or worsening of the match between 
measured and simulated water levels occurred 
except for cell 14-13-3, where the match slightly 
improved. On the basis of these results, the stor­ 
age coefficient did not significantly affect 
perched water levels and the simulated extent of 
the perched ground-water zones.

Discussion of Numerical Simulation 
Results and Model Limitations

Until 1982, flow in much of the TRA perched 
ground-water zones was controlled by infiltration 
from the warm-waste ponds. In 1982, with the 
onset of discharge to the cold-waste ponds, the 
perched ground-water zones expanded to the 
southward and water levels in deeper perched 
wells rose substantially. Agreement between sim­ 
ulated and measured water levels indicates that 
these transient conditions were moderately to 
closely represented in layer 3. Simulated water 
levels in layer 2 did not match well with mea­ 
sured water-level trends in monitoring wells com­ 
pleted in the BC flow group. The simulated extent 
of perched ground water approximated the known

extent as determined from wells completed near 
the margins of the perched ground-water zones 
(fig. 15).

The capability of the transient simulation to 
reasonably match long-term measured water- 
level changes generally supported the conceptual 
model of perched ground-water flow. In several 
instances (wells 53, 54, 55, and 56, all completed 
in the BC flow group near the warm-waste 
ponds), a poor matching of water-level trends 
provided a better understanding of the importance 
of the effects of fracture flow and the distribution 
of recharge on hydrologic conditions in the 
perched ground-water zones.

Perched ground-water zones at the TRA are 
characterized horizontally and vertically by large 
hydraulic gradients that are not completely simu­ 
lated in the model. The water level in well PW-9, 
for example, was about 80 ft lower than the water 
level in nearby well 73. Also, changes in the com­ 
pletion interval for well 72 increased the water 
level by about 60 ft. These large differences indi­ 
cate that lateral perched zones are separated verti­ 
cally in places by unsaturated conditions not 
represented in the model. Measured water levels 
in wells represented a composite water level over 
a completion interval that can include only a part 
of a basalt-flow group or can extend across two or 
more flow groups. The simulated water level in a 
specific cell matched the water level at the center 
of a volume of basalt and sediment simulated by 
that cell. Simulated water levels can differ from
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Figure 13.   Transient water levels at the Test Reactor Area simulated using ±40-percent vertical hydraulic 
conductivity, 1952-94.
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measured water levels because a well might not 
be located in the center of a volume of basalt and 
sediment represented by a model cell.

The capability of basalt-flow groups at the 
TRA to store and transmit water is controlled 
largely by the anisotropic distribution and orien­ 
tation of fractures. An accurate representation of 
the distribution of aquifer properties could not be 
simulated within the limits of the field data. How­ 
ever, by using a uniform hydraulic conductivity 
value within a layer, the model generally simu­ 
lated long-term water-level trends moderately 
well. Locally, the actual distributions of these 
hydrologic properties can account for some dif­ 
ferences between measured and simulated water- 
level trends.

Comparison of simulated water levels with 
measured water levels in wells completed in the 
BC flow group near the warm-waste and cold- 
waste ponds indicated that the actual hydraulic 
conductivity of the basalts in the BC flow group 
may exceed that assigned to model layer 2. In 
cells close to wastewater recharge (23-25-2, well 
53), simulated water-level trends were more 
responsive to simulated long-term recharge fluc­ 
tuations than were measured water-level trends to 
actual changes in discharge.

Hydrologic data indicate that the northern part 
of the perched ground-water zones can be par­ 
tially isolated hydraulically from the effects of 
warm-waste and cold-waste discharge. This isola­ 
tion, attributed to fracture anisotropy and reduced 
hydraulic conductivity in basalt between the 
ponds and perched water to the north, is not rep­ 
resented in the model.

In some cells farther from sources of wastewa­ 
ter recharge (35-30-3, well 60), measured water- 
level changes were more responsive to long-term 
fluctuations in recharge than were simulated 
water-level changes. Again, this difference could 
be attributed to the anisotropic distribution of 
hydraulic properties related to fracture distribu­ 
tion. The unknown areal distribution and orienta­ 
tion of these fracture systems preclude a more 
accurate simulation of ground-water flow at the 
scale of individual wells used to monitor the TRA 
perched ground-water zones.

Since the early 1950's, discharge to the ponds 
has been characterized by large daily and 
monthly fluctuations. These short-term fluctua­ 
tions have been reflected in corresponding mea­ 
sured water-level changes in nearby wells. In the 
transient model, recharge was simulated by an 
average annual recharge value; the effect of 
short-term fluctuations on water-level changes in 
perched water levels was not evaluated. Finer dis­ 
cretization of time and wastewater discharge will 
provide a more precise simulation of water-level 
changes in the perched ground-water zones.

Continued wastewater discharge to the warm- 
waste ponds plugged pond bottoms, decreasing 
wastewater infiltration in places and requiring 
construction of additional ponds. In the model, 
recharge was assumed to be distributed uniformly 
over the pond bottoms. The uniform distribution 
of simulated recharge did not accurately represent 
actual recharge and could have affected simulated 
water levels in cells close to recharge cells.

Other sources of recharge at the TRA included 
irrigation of landscaping and possible leakage 
from buried wastewater distribution systems. 
These sources were not simulated because they 
were difficult to quantify and were a relatively 
small percentage of total recharge. Although 
these sources of recharge probably do not have a 
significant hydraulic effect on the perched 
ground-water zones, they can affect local water 
levels and water chemistry.

Historically, streamflow was intermittent in 
the Big Lost River near the TRA, and was charac­ 
terized by short-term flood peaks and correspond­ 
ing fluctuations in streamflow infiltration. These 
fluctuations were reflected in ground-water level 
changes in several wells completed in the perched 
ground-water zones. In the model, recharge from 
streamflow was distributed uniformly over each 
1-year stress period. Simulated recharge from 
streamflow infiltration was estimated based on 
the assumption that these losses were distributed 
uniformly along the river reach from the INEEL 
diversion to the Lincoln Boulevard bridge. 
Because the short-term recharge fluctuations 
were included in the annual average, the simu­ 
lated perched ground-water zone beneath the Big 
Lost River did not form. A more precise simula­ 
tion of the connection between the river and
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Figure 15.  Comparison between the extent of the known and simulated perched ground-water zones at 
the Test Reactor Area, December 1994.
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perched ground water beneath the TRA will 
require finer discretization of time and recharge 
from streamflow.

A transient simulation was run to evaluate the 
rate at which the perched ground-water zones 
would drain if all wastewater recharge and 
recharge from surface water ceased following 
stress period 43 (representing 1994 hydrologic 
conditions). At the end of stress period 43, a total 
of 344 layer-2 cells (representing an area of about 
79 acres), 1,161 layer-3 cells (representing an 
area of about 266 acres), and 1,449 layer-4 cells 
(representing an area of about 330 acres) con­ 
tained some amount of water derived from waste- 
water recharge. All cells in layer 2 drained by the 
second timestep in stress period 44 (approxi­ 
mately 6 months). All cells in layer 3 drained by 
the end of the second timestep in stress period 47 
(approximately 3.5 years). All cells in layer 4 
drained by the end of the fourth timestep in stress 
period 47 (approximately 4 years).

The results of this transient simulation indi­ 
cate that the BC and DEI flow groups and the 
interbed unit will drain quickly in response to 
cessation of recharge from the TRA wastewater 
infiltration ponds. However, while saturated sedi­ 
ment in the interbed unit will drain partially, 
some water probably will be retained as capillary 
forces equal gravity flow.

SUMMARY

A sequence of perched ground-water zones in 
the unsaturated zone beneath wastewater infiltra­ 
tion ponds at the TRA provides an integral part of 
the pathway for wastewater from the TRA to 
move to the Snake River Plain aquifer. These 
perched ground-water zones have formed in and 
above zones of contrasting vertical hydraulic con­ 
ductivity and are dependent upon the distribution 
of fractures and upon the vertical hydraulic con­ 
ductivity and thickness of sedimentary interbeds.

A transient numerical simulation was used to 
evaluate the conceptual model of flow through 
perched ground-water zones at the TRA and to 
refine estimates of hydraulic properties that con­ 
trol the formation of these perched ground-water 
zones. The first layer represented surficial sedi­ 
ments, the second represented the BC basalt-flow

group, the third represented the DEI basalt-flow 
group, and the fourth represented the DE2, DE3, 
and DE3-4(W) basalt-flow groups. A fifth layer 
provided a constant-head boundary.

The numerical simulation required estimates 
of recharge derived from records of wastewater- 
disposal and streamflow and estimates of hydrau­ 
lic properties, including horizontal and vertical 
hydraulic conductivity, effective porosity, and the 
confined storage coefficient. Recharge was from 
wastewater disposal to warm-waste ponds, cold- 
waste ponds, a chemical-waste pond, and sani­ 
tary-waste ponds. Water-level changes in wells 
completed in the perched ground-water zones 
were related to changes in wastewater disposal. 
Transient recharge from wastewater infiltration- 
pond leakage was characterized by daily and 
monthly fluctuations in response to wastewater 
discharge patterns. Recharge from pond infiltra­ 
tion was represented in the numerical model by 
an average annual rate because records for the 43 
years of wastewater discharge do not provide the 
detailed information needed to describe these 
short-term fluctuations. In the model, the waste- 
water recharge term was applied to the uppermost 
active cell. Annual recharge from the Big Lost 
River was estimated using discharge records from 
selected stream discharge gaging stations.

Hydraulic conductivity estimates for the BC 
flow group at the TRA ranged from 5 to 790 
feet/day. An intermediate estimate probably pro­ 
vides a more realistic approximation of the aver­ 
age hydraulic conductivity of a block of basalt of 
the modeled cell dimensions. On the basis of cali­ 
bration of the steady-state model, a hydraulic 
conductivity of 20 feet per day, within the range 
of estimated hydraulic conductivity for the BC 
flow group, was uniformly assigned to all cells in 
layer 2. Sensitivity analysis indicated that more 
precise simulation of water-level trends in the BC 
flow group will require a hydraulic conductivity 
more than 40 percent larger than the steady-state 
calibrated value.

The only hydraulic conductivity estimate 
available for saturated basalt in the DEI flow 
group at the TRA was 0.11 feet per day. This 
flow group can be characterized by thicker sec­ 
tions of massive, unfractured basalt, with corre­ 
spondingly smaller hydraulic conductivity than
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occurs in the BC flow group. On the basis of cali­ 
bration of the steady-state model, a hydraulic 
conductivity of 2 feet per day was uniformly 
assigned to cells in layer 3.

Model layer 4 was used to simulate flow 
within the interbed unit. These interbeds provide 
the contrasting vertical hydraulic conductivity 
required for the formation of perched ground- 
water zones. Hydraulic conductivity estimated 
from one short-term aquifer test in the interbed 
unit at the TRA was 2 feet per day. However, the 
DE2, DE3, and DE3-4(W) basalt-flow groups at 
the TRA typically contain as much as 90 percent 
sediment and probably are characterized by 
smaller hydraulic conductivity. On the basis of 
calibration of the steady-state model, a hydraulic 
conductivity of 0.01 foot per day was uniformly 
assigned to cells in layer 4.

The vertical conductance terms used to repre­ 
sent flow between layers 2 and 3 and between 
layers 3 and 4 incorporated estimates of the verti­ 
cal hydraulic conductivity and thickness of the 
basalts. Vertical conductance terms were 
assigned uniformly because little is known about 
the vertical hydraulic conductivity of the basalts 
except that it probably is at least several orders of 
magnitude smaller than the horizontal hydraulic 
conductivity. The calibrated vertical conduc­ 
tance term controlling flow between layers 2 and 
3 was 0.0018 per day. The calibrated vertical con­ 
ductance term controlling flow between layers 3 
and 4 was 0.0006 per day.

The vertical conductance term used to simu­ 
late vertical flow through the interbed unit was 
based on the vertical hydraulic conductivity and 
the thickness of the sedimentary interbeds. This 
term was dominated by the vertical hydraulic 
conductivity of the interbeds because the capabil­ 
ity of the interbeds to transmit water downward 
probably is several orders of magnitude smaller 
than that of the basalt. In the numerical simula­ 
tion, the vertical conductance term was calculated 
by dividing an estimated vertical hydraulic con­ 
ductivity by the interbed thickness. The cali­ 
brated value for vertical hydraulic conductivity 
was 0.0028 feet per day, within the range of esti­ 
mated vertical hydraulic conductivity.

The unconfined storage coefficient for basalts 
in the BC and DEI flow groups at the TRA rea­ 
sonably ranges from 5 to 20 percent. Areally, the 
storage coefficient can vary over the full range 
because of variations in the number of vesicles, 
fractures, and interflow rubble zones. However, 
because distributions of these features are not 
well defined, storage coefficients were applied 
uniformly for each layer. An effective porosity of 
10 percent, within the expected range of 5 to 20 
percent, and a storage coefficient of 0.0001 were 
applied to all layers in the transient model cali­ 
bration.

Simulated water levels were moderately sensi­ 
tive to ±40-percent variations in horizontal 
hydraulic conductivity. Decreased hydraulic con­ 
ductivity increased transient simulated water lev­ 
els by up to 10 feet. Simulated water levels 
generally were less sensitive to a 40-percent 
increase in hydraulic conductivity. Increased 
hydraulic conductivity decreased simulated water 
levels by 7 feet or less in most cells. The match 
between simulated water levels in layer 2 and 
water-level trends in wells close to warm-waste 
and cold-waste ponds was not improved by 
increasing hydraulic conductivity. Sensitivity 
analysis indicated that a hydraulic conductivity 
increase in excess of 40 percent for layer 2 would 
have been required to more precisely simulate 
hydrologic conditions in the BC flow group. The 
sensitivity of simulated water levels to these vari­ 
ations indicates that the distribution of horizontal 
hydraulic conductivity controls the size and shape 
of the perched ground-water zones at the TRA. A 
more precise simulation would require represen­ 
tation of the areal distribution of horizontal 
hydraulic conductivity instead of the uniform 
hydraulic conductivity used in this simulation.

Simulated water levels were moderately sensi­ 
tive to 140-percent variations in the vertical con­ 
ductance term. These variations were 
proportional to variations in vertical hydraulic 
conductivity within the range of vertical hydrau­ 
lic conductivity estimated in a previous study. 
Simulated layer-2 water levels generally were not 
sensitive to decreased or increased vertical 
hydraulic conductivity. Variations in vertical 
hydraulic conductivity generally changed water 
levels in layer 2 by less than 5 feet. Water levels
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in layers 3 and 4 in cells near the margins of the 
perched ground-water zones were more sensitive 
to changes in vertical hydraulic conductivity. 
Water levels increased as much as 19 feet in 
response to a 40-percent reduction in vertical 
hydraulic conductivity. A 40-percent increase 
decreased the size of the perched ground-water 
zones. The response of simulated water levels to 
changes in vertical hydraulic conductivity was 
less than the response to horizontal hydraulic 
conductivity. However, the effect of variations in 
vertical hydraulic conductivity can be significant, 
particularly in lower layers and near margins of 
saturation.

Simulated water levels were moderately sensi­ 
tive to ±50-percent variations in the unconfined 
storage coefficient. These variations were within 
the expected range of storage coefficients for 
basalt and sediment. Simulated water levels in 
layer 2 generally changed less than 5 feet in 
response to these storage coefficient variations. 
Water levels in lower layers were more sensitive 
to storage coefficient variations, perhaps because 
of smaller hydraulic conductivity values in those 
layers.

Comparison between simulated water levels 
and measured water levels indicated that transient 
water levels in layer 2 did not match directly to 
measured water-level trends in shallower moni­ 
toring wells completed in the BC flow group. 
Simulated water levels in layer 3 moderately to 
closely represented transient hydrologic condi­ 
tions in the DEI flow group. Water levels in layer 
4 poorly matched measured water levels in the 
underlying interbed unit. The simulated extent of 
perched ground water approximated the known 
extent as determined from wells completed near 
the margins of the perched ground-water zones.

Simulated water levels can differ from mea­ 
sured water levels because perched ground-water 
zones at the TRA are characterized horizontally 
and vertically by large hydraulic gradients. The 
simulated water level in a specific cell matches 
the water level at the center of a volume of basalt 
and sediment delineated by that cell. In the hori­ 
zontal dimension, a well might not be located in 
the center of an area represented by a model cell, 
and the measured water level might be different 
than the water level represented by the model. In

the vertical dimension, the wells are completed 
over large intervals in a saturated section charac­ 
terized by large gradients. Measured water levels 
represent a composite water level over an interval 
of completion that might include only a part of a 
basalt-flow group or extend across flow groups.

Locally large variations in horizontal hydrau­ 
lic conductivity were ignored because of the diffi­ 
culty in determining the spatial distribution of 
fractures and other features that control the flow 
of water. Except for the vertical conductance term 
used to simulate vertical flow through the sedi­ 
mentary interbeds associated with the DE2, DE3, 
and DE3-4(W) basalt-flow groups, hydraulic 
properties were distributed uniformly within each 
layer. However, the model simulated long-term 
water-level trends moderately well using these 
uniformly distributed values. The actual hetero­ 
geneous distributions of these hydrologic proper­ 
ties can account for differences between 
measured and simulated water-level trends. These 
distributions can be attributed to multiple fracture 
systems with preferred orientations.

In the transient numerical flow model, 
recharge was simulated by a mean annual 
recharge value. The effect of short-term fluctua­ 
tions on perched water levels was not evaluated. 
Finer discretization of time and wastewater dis­ 
charge will provide a more precise simulation of 
water-level changes in the perched ground-water 
zones.

Recharge from streamflow infiltration in the 
Big Lost River at the TRA was estimated assum­ 
ing that those losses were distributed uniformly 
along the river reach from the INEEL diversion to 
the Lincoln Boulevard bridge. This estimation 
ignored the fact that some estimated streamflow 
infiltration took place only in the upper reach and 
never affected the lower reach. Historically, 
streamflow also was characterized by intermittent 
flow, short-term flood peaks, and corresponding 
fluctuations in streamflow infiltration. In the 
model, recharge from streamflow was distributed 
uniformly over each year-long stress period. 
Because the short-term fluctuations were 
included in the annual average, the simulated 
perched ground-water zone beneath the Big Lost 
River did not form. More precise simulation of
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the connection between the river and perched 
ground-water zones will require finer discretiza­ 
tion of time and recharge from streamflow.

A simulation was run to evaluate the effect of 
hypothetical cessation of recharge in 1994. In this 
simulation, layer 2 drained in 6 months, layer 3 
drained in 3.5 years, and layer 4 drained in 4 
years. This simulation suggests that the BC and 
DEI flow groups will drain quickly if recharge 
from the TRA wastewater infiltration ponds 
ceases; sediment associated with the DE2, DE3, 
and DE3-4(W) basalt-flow groups probably will 
drain quickly, but, in reality, some water will 
remain because of capillary forces.

Although the numerical model only approxi­ 
mated hydrologic conditions in the perched 
ground-water zones beneath the TRA, the model 
provided a reasonable simulation of the effect of 
transient recharge on these zones. More precise 
simulations will require a better understanding of 
the distribution and orientation of fractures and 
finer time discretization of wastewater and 
streamflow recharge.
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